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Nabídka klimatické komory Binder MKF 115 o objemu 115 litrů s teplotním rozsahem -40°C až +180°C a rozsahem relativní vlhkosti 10-98%RH.
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Základní dodávka včetně:
· 1 ks průchodka  50 mm vlevo
· 1 ks nerezový patrový rošt, 
· termoizolační okno,
· nastavitelné rychlosti proudění vzduchu,
· programovatelné ochrany proti kondenzaci na testovaném materiálu,
· 4 ks pojezdových kol (2 s brzdičkami),
· kapacitivní sensor na rel. vlhkost,
· komunikační software Binder Basic Edition APT-COMTM Version 3 pro řízení a ukládání dat z procesu
· 4 ks bezpotenciálových kanálů,
· bezpečnostní ochrany proti přehřátí třídy 2 (DIN 12880) – nezávislé čidlo,
· kalibračního certifikátu T, Rh.
· Zkušební ocelové panely dle ASTM A – 1008 DS Typ B, složení max. C=0,05%, Mn=0,24%, P=0,06%, S=0,01%, Si=0,012%, Al=0,039%, min. 6 ks, rozměru min. 70 x 150 mm, tloušťka 1,2 mm, s otvorem pro zavěšení, vč. certifikátu výrobce

Základní popis zařízení:
· Elektronické řízení APT.lineTM zajišťující přesnost teploty a reprodukovatelné výsledky
· mikroprocesorový MCS programovatelný regulátor s obrazovkovým displejem pro teplotu, vlhkost a osvětlení s 25 programy o 100 krocích (celková max. kapacita paměti 500 kroků),
· elektronická regulace zvlhčování a odvlhčování pomocí senzoru vlhkosti a tenze par,
· umožňuje programování průběhu teploty a vlhkosti i jejich cyklické opakování za účelem napodobení klimatických podmínek,
· umožňuje expozici při dané teplotě v řádu stovek hodin,
· naváděcí menu a uživatelsky příznivý LCD displej,
· integrovaný elektronický liniový zapisovač, 
· práce v reálném čase - pravé hodiny,  
· nastavení gradientu teploty – rampové funkce – programovatelné,
· nastavitelná rychlost proudění v komoře,
· mikroprocesorově řízená vlhkost kapacitivním bezúdržbovým čidlem,
· integrovaný zásobník na vodu o objemu 20l,
· programovatelná ochrana proti kondenzaci na testovaném materiálu,
· přímý DCT (chladicí systém s mediem R 404a),
· rozhraní Ethernet,
· vyhřívané pozorovací okno a vnitřní osvětlení komory, 
· 230V zásuvka na pravé straně ovládacího panelu, 
· 4 beznapěťová reléové spínací výstupní kontakty ovládané MCS regulátorem,

Teplotní rozsah:			-40°C až +180°C (bez vlhkosti)
					+10°C až +95°C (s vlhkostí)
Rozsah rel. vlhkosti:			10% až 98% r. h.
Vnitřní objem:			115 l
Rozměry zkušební komory:	980 mm x 1 725 mm x 865 mm (š x v x h)
Rozměry zkušebního prostoru:	600 mm x 480 mm x 400 mm (š x v x h)
Nosnost:				30 kg na polici
Cenová nabídka:

Klimatická komora BINDER MKF 115,
včetně dopravy a příslušenství, bez DPH 21%		Kč  528.730,00 

DPH 21%		Kč  111.033,30

Klimatická komora BINDER MKF 115,
včetně dopravy a příslušenství a DPH 21%		Kč  639.763,30

Instalace, zaškolení a český manuál			v ceně



Prodejní podmínky:

Cena:                    	V Kč, bez DPH 21%, platba v EUR je možná. 

Dodací doba:          	2 - 8 týdnů od objednávky (dle skladových zásob v Německu)
 
Garance:                   24 měsíců

Servis:			v ČR zajišťuje Labimex CZ s.r.o.

Zaškolení:		včetně instalace v ceně

Platební podmínky:	100% po dodání, splatnost 30 dní, na fakturu		 

Platnost nabídky:  	do 30. 7. 2019

Ostatní:		prohlášení o shodě CE, součástí dodávky je český manuál

Zpracoval:          	xxx
                               	LABIMEX CZ s.r.o., obchodní zastoupení
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Model MKF 115 | Dynamic climate chambers for rapid temperature

changes with humidity control

A BINDER MKF series environmental simulation chamber is ideally suited for any cold and heat testing based on current temperature and climate

testing methods according to DIN and IEC standards. The comprehensive standard equipment for this environmental simulation chamber ensures ease

of operation.

BENEFITS

* Homogeneous climate conditions thanks to APT.line™ technology
+ Automatic water and wastewater management

* Pressure humidification with fast response times

+ Comprehensive programming and data acquisition

* Large heated viewing window

.
Model 115

MAIN FEATURES

» Temperature range: -40 °C to 180 °C

* Humidity range: 10 % to 98 % RH

 Integrated water-storage tank, 20 liters

* 4 zero-voltage relay contacts that can be activated via MCS controller

+ APT.line™ preheating chamber technology

* Programmable condensation protection for test material

* Heated viewing window with LED interior lighting

* Humidity regulation with capacitative humidity sensor and vapor
humidification

+ BINDER APT-COM™ 3 Basic Edition communication software

» Troubleshooting system with visual and audible alarms

» Controller with time-segment programming

» Access port with silicone plug: 50 mm, left

* 4 castors, two with brakes

+ Computer interface: Ethernet

« 230V power socket on the right-side control panel

+ Display via color LCD monitor

ORDERING INFORMATION

Interior volume [cu.ft.] Voltage Option model

Model MKF 115
400 V 3 ph 50 Hz Standard

| § 4

Model 115

Adjustable ramp function

Integrated chart recorder

Real-time clock

Door heating

Alarm notification in the event of insufficient water in fresh water tank
1 stainless steel rack

Complete safety connection kit for water supply and drainage, up to 1
m height

BINDER test confirmation

Inner chamber made of stainless steel

Pt 100 temperature sensor

Thermal insulation using PUR foam

CFC-free refrigerant R-404A

Cooling with compressor cooling unit

Fin evaporator

Version Art.-No.

MKF115-400V 9020-0283

4.1

480V 3 ph 60 Hz with voltage and frequency converter MKF115-400V-C 9020-0291
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TECHNICAL DATA

Description MKF115-400V" MKF115-400V-C'
Article Number 9020-0283 9020-0291
Performance Data Temperature

Temperature range [°C] -40...180 -40...180
Temperature variation depending on setpoint [+ K] 0.1..1.3 0.1...1.3
Temperature fluctuation depending on setpoint [+ K] 0.1...0.6 0.1...0.6
Average heating-up rate according to IEC 60068-3-5 [K/min] 5.5 5.5
Cooling down time from 180 °C to -40 °C [min] 120 120
Average cooling down time according to IEC 60068-3-5 [K/min] 4.5 4.5
Max. heat compensation at 25 °C [W] 2500 2500
Max. heat compensation at 25 °C at 90 % RH [W] 400 400
Performance Data Climate

Temperature range [°C] 10...95 10...95
Temperature fluctuation depending on setpoint [+ K] 0.1..1.3 0.1...1.3
Humidity range [% RH] 10...98 10...98
Humidity fluctuation depending on setpoint <25+ % RH <25+ %RH
Dew point temperature range [°C] 5...94 5...94
Electrical data

Rated Voltage [V] 400 480
Power frequency [Hz] 50 60
Nominal power [kW] 4.8 4.8

Unit fuse [A] 16 16
Phase (Nominal voltage) [ph] 3 3

Outer dimensions

Width net [mm] 980 980
Height net [mm] 1725 1725
Depth net [mm] 865 865
Wall clearance back [mm] 210 210
Wall clearance sidewise [mm] 300 300
Viewing window width [mm] 288 288
Viewing window height [mm] 222 222
Doors

Unit doors 1 1
Internal Dimensions

Width [mm] 600 600
Height [mm] 480 480
Depth [mm] 400 400
Measures

Interior volume [L] 115 115

Net weight of the unit (empty) [kg] 280 280
permitted load [kg] 60 60

Load per rack [kg] 30 30
Environment-specific data

Sound-pressure level [dB(A)] 62 67
Fixtures

Number of shelves (std./max.) 1/4 1/4

1 All technical data is specified for unloaded units with standard equipment at an ambient temperature of +22 °C £3 °C and a power supply voltage fluctuation of £10 %. The
temperature data is determined in accordance to BINDER factory standard following DIN 12880, observing the recommended wall clearances of 10 % of the height, width, and depth
of the inner chamber. Technical data refers to 100 % fan speed. All indications are average values, typical for units produced in series. We reserve the right to change technical

specifications at any time.
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