
ÚSTŘEDNÍ v o j e n s k á  n e m o c n ic e
Vojenská fakultní nemocnice Praha

Příloha č. 2 ZD / Příloha č. 1 KS 
Doplnění endoskopické věže

č.j.: 12626/2019-ÚVN

Výstup Analog HDTV, SDTV, Digital HD-SDI, SD-SDI, DVI Ano dle min. technických 
požadavků

Automatické nastavení bílé Ano ručně nebo přes čelní 
panel

Potlačení odlesků v obraze (Iris Mode) Ano celoplošně, místně, 
kombinovaně

Zmrazení obrazu z klávesnice, endoskopu nebo tlačítkem na 
panelu

Ano dle min. technických 
požadavků

Funkce PreFreez
Ano zajišťuje výběr 

nejostřejšího obrazu 
pro záznam

Ukládání pacientských dat pro min. 50 pacientů Ano 50 pacientů

Možnost ovládání nastavení z endoskopu -  programovatelná 
tlačítka

Ano 4 programovatelná 
tlačítka, z panelu 2 a 
z klávesnice 4

Uživatelská nastavení pro min. 20 uživatelů Ano 20 uživatelů

Identifikace používaného endoskopu -  typ, výrobní číslo, počet 
užití, apod.

Ano ID čip, dle min.
technických
požadavků

Archivace obrázků na flash disk min 32 GB Ano dle min. technických 
požadavků

Připojení k systému ENDOBASE Olympus Ano Endobase a Endobase 
Next

DICOM rozhraní Ano dle min. technických 
požadavku

Kompatibilita se systémy OLYMPUS EVIS EXERA II 180 a 
EVIS EXERA III

Ano dle min. technických 
požadavků

Další požadavky Splňuje Komentář
Ostatní:
Kromě zařízení bude dodána kompletní sestava příslušenství a 
spotřebního materiálu pro okamžité použití zařízení a 
provedena kompletní instalace.

Ano dle požadavků

Veškeré technické požadavky prokáže účastník dokumenty od výrobce (Datasheety, 
produktové listy katalogy atd.) a přiloží je jako přílohu Kupní smlouvy č. 1.



HDTV NBI

Xenonovv zdroj studeného světla CLV-190

• použití pro videoendoskopy s CCD barevným videočipem, fíberoendoskopy a 
chirurgické aplikace.

• možnost napojení endoskopu do videořetězce pouze přes zdroj světla (tzv. „One- 
Touch Connection“)

• automatické uložení předchozího nastavení,
• možnost využít funkce NBI, POD (Narrow Band Imaging, Photo Dynamic Diagnosis)
• automatické nastav ení intenzity osvitu - 17 kroků (stupňů nastavení)
• hlavní vyšetřovací lampa - 300W xenonová lampa
• průměrná životnost lampy - 500 provozních hodin
• záložní lampa - 12V/35W halogen
• spuštění prosvěcování - 7 sec.
• vzduchová pumpa nastavení - 4 kroky (stupně nastavení)
• rozměry - Š 3 7 0 x v l 5 0 x d  476 mm
• váha -  19 kg
• kompatibilita -videoprocesor Olympus Exera III., CV-190

EVIS EXERA III TÜV
DM EN ISO »001 2000 

O r t .1 * . ,  0« 100 00542«

Výrobce: OLYMPUS MEDICAL SYSTEMS CORP.
2951 Ishikawa-cho, Hachioji-shi, TOKYO 192-8507, JAPAN 
Telefonní číslo +81 42 642-2111, Faxové číslo +81 42 646-2429
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EVIS EXERA III

EVIS EXERA III VIDEO XENON LIGHT SOURCE

CLV-190
One touch access to  HDTV and NBI



EVIS EXERA III XENON LIGHT SOURCE

OLYMPUS CLV-190
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HDTV
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Main Features

•  NBI (Narrow Band Imaging) in EVIS EXERA III provides twice 
the viewable distance and offers much greater contrast be­
tween blood vessels and mucosa thanks to an improved 
lamp design and signal processing.

•  The newly designed waterproof one-touch connector allows 
a one-step connection to the light source and does not re­
quire a scope cable.

•  Considerable reduction in operating noise thanks to rede­
signed fan.

•  Link connection to peripheral devices avoids complicated 
cable connections and accelerates transmission speed.

•  Automatic light adjustment to achieve the ideal illumination 
for observation with each scope.

Specifications
Voltage 1 00 -24 0  V  AC; within ±10%

Power Supply Frequency 50/60  Hz; within ±3 Hz

Consumption electric power 600 VA

Size
Dimensions (W x H x D)

370 x 150 x 476 mm (standard) 
390 x 162 x 551 mm (maximum)

Weight 19 kg

Examination lamp Xenon short-arc lamp (ozone-free) 300 W

Average lamp life Approximately 500 hours of continuous use (With intermittent use. the lamp life may vary slightly.)

Ignition method Switching regulator

Brightness adjustment Light-path diaphragm control

Illumination
Cooling Forced-air cooling

Intensity mode Normal or high intensity

NBI observation Available

Color conversion Possible using special-purpose filter.

Emergency lamp Halogen lamp (within mirror) 12 V 35 W

Average emergency lamp life Approximately 500 hours

Automatic Brightness Automatic brightness adjustment method Servo-diaphragm method

Adjustment Automatic exposure 17 steps

Air Feeding
Pump Diaphragm type pump

Pressure switching 4-level available (OFF, low, medium, high)

W ater Feeding Method Feeds water by pressurizing the detachable water container with air.

Emergency lamp Indicates absence of emergency lamp, disconnection and use of emergency lamp.
Indicators on Front 
Panel NBI When the NBI observation is enabled, the NBI indicator lights up.

PDD When the PDD observation mode is enabled, the PDD indicator lights up.

Setting Memory Settings (except filter setting) are stored even when the light source is OFF.

Type of protection against electric shock Class I
Classification
(medical electrical 
equipment)

Degree of protection against electric 
shock of applied part Depend on applied part. See also applied part (camera head or videoscope).

Degree of protection against explosion This instrument should be kept away from flammable gases.

Specifications, design and accessories are subject to change without any notice or obigation on the part of the manufacturer.

OLYMPUS OLYMPUS M EDICAL SYSTEM S CORP.
Shinjuku Monolith, 2-3-1 Nishi-Shinjuku, Shinjuku-ku, Tokyo 163-0914, Japan For a complete listing of 

sales and distribution locations visit: 

w ww .olym pus.com

o

o

Printed in Japan GOOOOOO-OOOO

http://www.olympus.com


111!t a n  « « a n

HDTV

Videoprocesor CV-190 Plus EXERA III. s klávesnicí -  umožňující 
činnost flexibilních a rigidních videoendoskopů

možnost využít funkce NBI (Narrow Band Imaging), FDD (Photo Dynamic Diagnosis) 
možnost elektronické řízení DualFocusu

• NBI -  úzkopásmové zobrazování je nejnovější technické řešení, které lze kombinovat 
spolu se zvětšením obrazu při endoskopii, osvětluje objekt přes filtry úzkými výřezy 
červené, zelené a modré (R/G/B) části spektra. Tak je získán obraz s dobře odlišenými 
úrovněmi sliznice a zvýšeným kontrastem sliznice vůči níže ležící cévní síti. Tímto je 
možno výrazně lépe odhalit v jícnu, žaludku a tlustém střevě zánětlivé choroby 
sliznice, novotvarové léze apod.

• Duál Focus -  unikátní elektronické nastavení zaostřovací vzdálenosti ve dvou 
módech -  Normál -  hloubka pole 5-100mm

- Near -  hloubka pole 2-6 mm
• zobrazovací systém - CCD čip s rozlišením SDTV i HDTV 1080i (HighDeílnitionTV)
• Automatic Gain Control (AGC) - automatické řízení jasu čipu -  zvýšení citlivosti 

čipu pro snímání obrazu
• obrazový výstup -  16:9 nebo 16:10 pro HDTV monitor
• nastavení velikosti zobrazeni - velikosti (Medium, Semi-full, Full screen) + 

Elektronický Zoom 1,2 a l,5x
• nastavení zvýraznění obrazu - 3 skupiny (enhancement modes) A,B,Edge v možnosti 

8 kroků (celkem 24 variant)
• kontrast - 3 možnosti (N. H, L) Normál, High, Low
• nastavení barevného odstínu - R,B,Chromá +/- 8 kroků
• vstup/výstup - Analog HDTV výstup - RGB (PAL) nebo YPbPr(PAL)

Analog SDTV výstup -  VBS kompozit (/PAL)
Y/C/(/PAL) a RGB (PAL)

Digitální výstup -  HD-SDI (SMTPE292M) SD-SD1(SMTTE259M) DV 
(IEEE 1394) a DVI (WUXGA, 1080p nebo SXGA)

• automatické nastavení bílé - nebo ručně přes čelní panel
• Iris Mode -  potlačení odlesků v obraze - celoplošné/místní/kombinované
• zmrazení obrazu -  z klávesnic, endoskopu nebo z programovatelného tlačítka panelu
• Pre-Frcez -  zajišťuje výběr nejostřejšího obrazu pro archivaci za použití interního 

bufferu
• předvolba nastavení pacientských dat - až 50 pacientů s údaji: číslo pacienta, datum 

naroz., věk, pohlaví, datum záznamu, čas, číslo obrázku, videonastavení, nastavení 
zobrazení, fyzická indikace, komentář apod.

• možnost ovládání nastavení z -  endoskopu- 4 programovatelná tlačítka, předního 
panelu CV 190-2 programovatelná tlačítka, z klávesnice -  4 programovatelná tlačítka 
a 2 pedály vždy s volbou funkcí: uživatel, zdroj obrazu, nastavení tónů barev, 
zmrazení, zvýraznění obrazu, zoom, speciální nastaven světla, šipka monitoru, stopky, 
charakteristika obrazu, expozice obrazu, PiP. PoP, formát obrazu apod.

• PiP index -  zobrazení až 4 vybraných snímků v indexu na monitoru
• uživatelská nastavení -  pro 20 různých uživatelů



• Identifikace používaného endoskopu - typ endoskopu,výrobní číslo, volitelný údaj, 
počet užití, přístup nástroje, technické parametry endoskopu (úhel pohledu, šíře 
pracovního kanálu, průměr prac. tubusu a distálního konce)

• Archivace obrázků -  Flash Disc -  MAJ-1925 Olympus ( 2GB ) nebo jiný do 32GB 
(FAT32 kompatibilní)
kompresní formát nahrávání TIFF - bez komprese, JPEG (komprese cca. 1/5, 1/10) 
kompresní formát nahrávání snímků TIFF - bez komprese cca 227 obrázků, JPEG 
(komprese cca. 1/5-1024 obrázků, 1 /10-2048 obrázků)

• DICOM rozhraní - nebo Olympus dokumentační systém ENDOBASE
• Paměťový backup systému - automaticky ukládá všechna uživatelské nastavení

systému - white balance, Iris mode, enhancement, image size, color tone....
• Kompatibilita -  systémy Olympus řady: EVIS100/130/140, EVIS EXERA 160, EVIS 

EXERA II 180 a EVIS EXERA III řadal90 a Gl/BF/VISERA endoskopy.
• Rozměry - š 370 x v 85 x d 455 mm
• Váha -  10,7 kg

EXERA III TW
OW FN ISOWC1 »00 

Certifikát - 01 100 0SS42S

Výrobce: OLYMPUS MEDICAL SYSTEMS CORP.
2951 Ishikawa-cho, Hachioji-shi, TOKYO 192-8507, JAPAN 
Telefonní číslo +81 42 642-2111, Faxové číslo +81 42 646-2429



OLYMPUS EV1S EXERA111

EVIS EXERA III VIDEO SYSTEM CENTER

CV-190  PLUS
Video Processing Powering Advanced Endoscopy

Main Features
• NBI (Narrow Band Imaging) in EVIS EXERA III 190 Series 

scopes provides twice the viewable distance of EVIS 
EXERA II 180 Series scopes and offers much greater 
contrast between blood vessels and mucosa.

• CV-190 PLUS contains the electronics to operate the dual 
focus that delivers an optimal view whether close up or 
distant by connecting HQ scopes.

• The newly designed waterproof one-touch connector 
enables a one-step connection to the light source and 
does not require a separate scope cable for the video 
processor.

• A new and improved image processing delivers 
sophisticated image quality via enhanced color reproduction, 
minimized image noise, and reduced halation.

• The pre-freeze function selects the clearest still image 

automatically, saving time.

• Compatible with GI/BF endoscopes of EVIS 100/130/ 

140/150 Series, EVIS EXERA 160/145 Series,
EVIS EVERA II 180/165 Series, EVIS EXERA III 190/185 

Series, and OPTERA 170 Series.
• 16:9 and 16:10 output for a HDTV monitor is available. 

Compatible with analog, HD-SDI, and DVI output.

• Link connection to peripheral devices avoids complicated 

cable connections and accelerates transmission speed.
• OLYMPUS documentation system enhances networking 
expandability.

• Picture-in-picture and index function effectively enhance 
your observation.

• Portable memory is compatible, which is standard for data 
management. Simply connect and upload.

• Supports DV output to compatible documentation devices.



CV-190 PLUS

I  P roduct S pec ifica tions

Voltage 100-240 V AC (NTSC)/220-240 V AC (PAL); within ± 10%

Power Supply Frequency 50/60 Hz; within ±1 Hz

Consumption electric power 150 VA

Dimensions (W x H x D) 370 x 85 x 455 mm; 382 x 91 x 489 mm (maximum)

Weight 10.7 kg

Classification 
(medical electrical 
equipment)

Type of protection against electric shock Class I

Degree of protection against electric shock 
of applied part

Depend on applied part. See also applied part (videoscope).

Degree or protection against explosion The video system center should be kept away from flammable gases.

Analog HDTV signal output
Either RGB (1080/601: NTSC)/(1080/501: PAL) or YPbPr (1080/601: NTSC)/(1080/501: PAL) 
output can be selected.

Analog SDTV signal output
VBS composite (480/601: NTSC)/(576/50l: PAL), Y/C (480/601: NTSC)/(576/50l: PAL), and 
RGB(480/60I: NTSC)/(576/50l: PAL); simultaneous outputs possible.

Digital signal output
HD-SDI (SMTPE 292M), SD-SDI (SMPTE 259M), DV (IEEE 1394), and DVI (WUXGA, 1080p or SXGA) can be 
selected

White balance adjustment White balance adjustment is possible using the white balance button on the front panel.

Standard color chart output The “Color bar" or the “50% white” screen can be displayed.

Color tone adjustment
The following color tone adjustments are possible using the color tone level adjustment button and color tone 
selector outton on the keyboard.
Red adjustment: ±8 steps Blue adjustment: ±8 steps • Chroma adjustment: ±8 steps

Automatic gain control (AGC)
The image can be electronically amplified when the light is inadequate due to the distal end of the endoscope being 
too far from the object.

Contrast
N (Normal): Normal image
H (High): The dark areas are darker and the bright areas are brighter than in the normal image. 
L (Low): The dark areas are bnghter and bright areas are darker than in the normal image.

Observation
Iris

The autc iris modes can be selected using the “ iris mode” switch on the front panel.
Auto: The brightness is adjusted based on the brightest part of the central part and the average brightness of the 
periphery part.
Peak: The brightness is adjusted based on the brightest part of the endoscopic image.
Average: The brightness is adjusted based on the average brightness of the endoscopic image.

Image enhancement setting

Fine patterns or edges in the endoscopic images can be enhanced electrically to  increase the image sharpness. 
Either the structural enhancement or edge enhancement can be selected according to the user setup.
Structural enhancement: Enhancement of contrast of the fine patterns in the image.
Edge enhancement: Enhancement of edges of the endoscopic image.

Switching the enhancement modes
The enhancement level can be selected from 3 levels (OFF, 1,2 , and 3) using the image enhancement mode button 
on the front panel.

Image size selection The size of the endoscopic image can be changed using the “ IMAGE SIZE" key on the keyboard.

Freeze An endoscopic image is frozen using an endoscope or the “FREEZE” key on the keyboard.

Switching the method of freezing the 
endoscopic image

Pre-freezing: The image with the least blur is selected from the images captured in the set time period before freeze 
operation and displayed.

Fog free function When a compatible endoscope is connected to the video system center, the fog free function can be used.

Endoscope’s remote switches function The functions of the remote switches on the endoscope can be set in the user settings

Reset to  defaults

The following settings can be reset to  their defaults using the reset button on the front panel.
Color tone, Iris mode, Image enhancement mode, Color enhancement mode, Optical-digital observation, Image 
size, Contrast, Freeze, Release index, Electronic zoom, Optical-digital observation, Arrow pointer. Stopwatch, 
Characters on screen, PIP/POP

Remote control
The following ancillary equipment can be controlled (specified models only). 
Monitor, DVR, Video printer, Image filing system

Patient data The following data can be displayed on the monitor using the keyboard.
Patient ID, Patient name, Sex, Age, Date of birth, Date of recording (time, stopwatch), Comments

Documentation
Displaying the record state The recording state of the following ancillary equipment can be displayed on the monitor. 

Portable memory and internal buffer, DVR, Video printer, Image filing system

Displaying the image information The following data can be displayed on the monitor.
Structure enhancement level, Edge enhancement level, Zoom ratio, Color mode, Focus

Advance registration of patient data Up to 50 patient's data can be registered. Patient ID, Patient name, Sex and age, Date of birth

Media MAJ-1925 (OLYMPUS)

Portable Memory Recording format TIFF: no compression, JPEG (1/5): approx. 1/5 compression, JPEG (1/10): approx. 1/10 compression

Number of recording images TIFF: approx. 227 images, JPEG (1/5): approx. 1024 images, JPEG (1/10): approx. 2048 images

User settings Up to 20 user settings can be registered.

Memory Backup Memorization of selected setting The following settings are held in memory even after the video system center is turned OFF.
Color tone. Iris mode, Enhancement, Color enhancement mode. Contrast, AGC, Color mode, White balance

Lithium battery Life: 5 years

Specifications, design, and accessories are subject to change without any notice or obliaation on the part of the manufacturer

OLYMPUS OLYMPUS EUROPA SE & CO. KG
Postbox 10 49 08, 20034 Hamburg, Germany 
Wendenstrasse 14-18, 20097 Hamburg, Germany 
Phone: +49 40 23773-0, Fax: +49 40 233765 
www.olympus-europa.com
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Příloha č. 3 ZD / Příloha č. 2 KS 
Doplnéní endoskopické věže

č.j.: 12626/2019-ÚVN

Cenik zboží a pozáručního servisu

Název veřejné zakázky Doplnění endoskopické věže

Požadován 
é množství

Cena za 
požadované 

množství 
v Kč bez DPH

DPH
Cena za 

požadované 
množství 

v Kč vč. DPH
Xenonový zdroj studeného světla 
Olympus Exera III., CLV-190 2 ks 520 000,- 109 200,- 629 200,-

Videoprocesor s klávesnicí pro 
flexibilní a rigidní endoskopy 
Olympus Exera III., CV-190 Plus

2 ks 800 000,- 168 000,- 968 000,-

Doplnění endoskopické věže - 
CELKEM 1 sestava 1 320 000,- 277 200,- 1 597 200,-

Pozáruční servis Výrobcem předepsané kontroly

Cena servisní hodiny 
v Kč bez DPH

Cena dopravy 
(paušální cena*) 

v Kč bez DPH

Perioda 
(počet měsíců)

Cena kontroly 
v Kč bez DPH

690,- 500,- 12 5.600,-
*paušální cena zahrnuje -  veškeré náklady spojené s dopravou servisního technika do místa 
plnění (včetně ztrátového času technika na cestě).
Nelze j i  zadat ve formátu cena /  km nebo cena /  hod..

Výrobcem předepsané kontroly

Cena náhradních dílů
-  pokud je výrobcem určena periodická výměna

Název Jednotková cena 
v Kč bez DPH

BTK kontrola á 12 měsíců 1.500,-

MAJ-1817 (500 hodin) 29.250,-



ÚSTŘEDNÍ VOJENSKÁ NEMOCNICE
Vojenská fakultní nemocnice Praha

Příloha č. 3 ZD / Příloha č. 2 KS 
Doplnění endoskopické věže

č.j.: 12626/2019-ÚVN

Ceník nejčastěji měněných náhradních dílů

Název Objednací číslo Jednotková cena 
v Kč bez DPH

Endoskopický konektor RU353500 25.790,-

Zaškolení obsluhy zařízení v rámci pozáručního servisu Cena
v Kč bez DPH

Cena dle typu přístroje za jedno školení 2.500,-

Každá položka bude vyplněna. Chybějící, nenaceněná či nulová položka (bez vysvětlení), 
početní nesoulad apod. mohou být považovány za nesplnění předmětu zakázky a mohou být 
důvodem k vyloučení účastníka. Stejně bude zadavatel pohlížet na jakýkoliv nesoulad 
nabídkové ceny mezi smlouvou a její přílohou. Zadavatel si tak vyhrazuje právo (nikoliv 
povinnost) vyloučit účastníka, jehož nabídka bude u některé z cen obsahovat nulovou, 
zápornou nebo žádnou hodnotu.



csob
Pojišťovna

ČSOB Pojišťovna, a. s., člen holdingu ČSOB
Sídlo: Zelené předměstí

Masarykovo náměstí čp. 1458 
532 18 PARDUBICE, Česká republika 

Právní forma: akciová společnost 
IČ :45534306
Zápis v OR: KS v Hradci Králové, oddíl B, vložka 567

Certifikát o pojištění

Potvrzujeme, že společnost Olympus Czech Group, s.r.o., člen koncernu se sídlem 
Evropská 16/176, 160 41 Praha 6 - Vokovice, IČ: 27068641 je pojištěna u ČSOB Pojišťovny, 
a. s. pojistnou smlouvou č. 8069058312 pro případ odpovědnosti za škodu vzniklou jinému 
v souvislosti činností nebo vztahem pojištěného uvedenými ve výpisu z obchodního rejstříku 
vedeném MS v Praze oddíl C, vložka 93921.
Počátek pojištění se sjednává od 25.01.2019 00:00 hodin (počátek pojištění) do 25.01.2020 
00:00 hodin.

Pojistná smlouvaje sjednána na pojistnou částku pro základní pojištění odpovědnosti 
s činnosti a ze vztahu ve výši 10.000.000,- KČ, se spoluúčastí 100.000,- Kč.

Pojíš
'SOB Pojíífovna, a.j„ ¿fen fa  

"»oboíka PRAHA

za ČSOB Pojišťovnu, a. s. 
Pavel Bartík

V Praze dne 14.1.2019




