TECHNICAL DATASHEET: PROTECTIVE COVERALL
(WITHOUT WELDING TAPE) - (WITH LAMINATION)
	Product
Description:
	Protective Lamination without welding tape Hooded Coverall

	Product Size Measurement:
	S Size Length: 155 cm Chest: 53 cm                                                                                                       M Size Length: 159 cm Chest: 57 cm                                                                                                                  L Size Length: 163 cm Chest: 61 cm                                                                                                                 XL Size Length: 167 cm Chest: 65 cm                                                                                                                          XXL Size Length: 173 cm Chest: 69 cm

	Product Types and
Standards:
	Type 5, Type 6
	

	Product Image and
Certificates:
	
	S ISO 45001:2018 Occupational Safety & Health Management System S 93/42/EEC Medical Device Directive S ISO 10002:2018 Customer Satisfaction and Complaints Management System S ISO 13485: 2016 Medical Devices - Quality Management System

	
	1. Lamination nonwoven fabric

	Materials
	2. Zipper

	Forming The
	3. Adhesive Tape

	Product:
	4. Elastic

	
	5. Brand and Size Label

	Product fabric specification:
	It is laminated on Polypropylene Spunbond Nonwoven fabric with polyethylene material.

	Fabric Weight:
	50 ~ 60 gr/sqm


	Zipper:
	75 cm length, type 5 white colour zipper

	Adhesive
Tape:
	Double sided, 80 cm length adhesive band. It provides insulation against external effects by closing the zipper paste of the product.

	Elastic:
	The elastic band used around the arm, leg, waist and hood insulates the outward opening of the product and provides flexibility at the waist.

	Brand and size label:
	It includes the manufacturer, fiber content, disposable feature, origin and size information.
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Product fabrics are cut in an automatic cutting machine. Planting operations are carried out with overlock and flat machines to provide ease of use. In order to insulate the product with the external environment, elastic band is sewn around the arm, leg and hood. In addition, the tire planting in the waist area provides flexibility to the product. Furthermore, the zipper is sewn and double-sided adhesive tape is used.
	Packaging
Materials:
	1. Product Information Cardboard
2. Product bag
3. Product Barcode
4. Box (60 cm* 40 cm* 40cm)

	Packaging
Informations:
	Each product is packed in an information cardboard. Packed products are placed in boxes of 60 cm * 40 cm * 40 cm in size, in 40 pieces.

	Packaging
Images:
	
	


