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Performer©HT 
Komplexní systém pro hypertermickou perfuzi cytostatiky 
 
GRAND 
 
TECHNICKÉ PARAMETRY 
 
R5100070 PERFORMER HT 
 
Operační systém pro hypertermickou in traperitoneáíní a intrapleurální chemoterapii a 
končetinovou perfuzi 
 
Napájení 110/230V – 50/60Hz 
Příkon Max 700VA 
Klasifikace Třída I – typ BF 
Ochrana IP 21 
Průtoky 2 peristaltické pumpy 5 průtokem 100 až 2000 mI/min 
Tlak 6 tlakových senzorů s rozsahem -450 až +450 mmHg 
Objem tekutin Váhový systém s rozsahem 0,5 až 20 litrů 

Teplota Deskový ohřívač (28º až 460 º C) 
 Monitorování přes 8 externích sond. 

Rozměry 500x550x960mm (skladovací) 
 500x550x1600mm (pracovní) 
Hmotnost 86 kg 

Platné standardy CZN/EN 60601-1 
 CZN/EN 60601-1-2 
 EN 62304 
 EN 62366 

 
The Performer GHT equipment has been developed in accordance to the most updated safety 
standards in order to guarantee the patient and the operator protection. 
 
The Performer © HT equipment and the dedicated disposable are CE marked in accordance to the 
medical device directive 93/42/EEC and following modifications. 
 
The Performer ©HT equipment owns the C-UL-US mark which guarantees the product conformity 
to the Canadian and US safety requirements. 
 
RAND 
 
Výrobce: 
RanD S.r.l. 
Via Statale 12, 62 
41036 Medolla (MO) – Italy 
Tel +39 0535 49283 
Fax +39 0535 660636 
info@rand-biotech.com 
www.rand-biotech.com/us

MIVAMED 
lékařská technika 
 
Výhradní zástupce pro ČR a SR: 
 
MIVAMED, s.r.o. 
Za tratí 686/4 
196 00 PRAHA 
Tel.: +420 311 261 409 
Fax: +420 283 980 742 
e-mail: mivamed@mivamed.cz 
http://www.mivamed.cz 


