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Obě smluvní strany souhlasí se zveřejněním objednávky v plném rozsahu dle zákona č. 340/2015 Sb., 
o registru smluv.

		
Uvedené ceny jsou v EUR (Prices in EUR)

Děkujeme
1.	Prosím, zašlete originál Vaší faktury. V případě nedodání dodacího listu, napsat do textu faktury, že faktura slouží zároveň jako dodací list.
2.	Uveďte tuto objednávku do souladu s cenami, termíny, způsoby dodání a údaji ve výše uvedeném seznamu.
3.  Prosím, oznamte nám, nebude-li možné dodat požadované.
4.	Veškerou korespondenci zasílejte na adresu:
ÚACH AV ČR, v.v.i.
250 68  Husinec -Řež , č. p. 1001
tel./fx. 220 94 15 08, tel.266 17 21 86
IČO 61388980, DIČ CZ61388980
5.	Bankovní spojení: 
ČSOB
Na Poříčí 24
115 20  Praha 1
č.ú.:679114193/0300	Ludmila Hrbková
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Accessiries Hielscher UIP XXXX

Description PLU
/ Popis /Cislo

Quantity
/ Mnozstvi

Unit Price
/ Cena za jedn.

Price Excl. VAT
/ Cena bez DPH

VAT
/DPH

Price Total
/ Cena celkem

block sonotrode BS4d22, for BS4d22
UIP500 to UIP4000, for use with

flange RFLA100, for flow cell or

batch operation, titanium, tip diam.

22mm, male thread M14x1, L

approx. 125mm (w/o thread),

amplitude ratio approx. 1:2.4

block sonotrode BS4d40, for BS4d40
UIP500 to UIP4000, for use with

flange RFLA100, for flow cell or

batch operation, titanium, tip diam.

40mm, male thread M14x1, L

approx. 125mm (w/o thread),

amplitude ratio approx. 1:0.7

2 Ks

2 Ks

683,00

683,00

1366,00 21%

1 366,00 21%

286,86

286,86

1652,86

1652,86
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cascatrode CS4d40L2 for CS4d40L2 1Ks
UIP500hd up to UIP4000hd, usable

for flow cell or batch operation,

titanium, diam. 40mm, length

approx. 234mm + 10mm for male

thread M14x1, effective work

surface approx. 25cm2, input

amplitude max. 50micron, amplific.

factor 1:1.4

cascatrode CS4d40L3 for CS4d40L3 1Ks
UIP500hd up to UIP4000hd, usable

for flow cell or batch operation,

titanium, diam. 40mm, length

approx. 336mm + 10mm for male

thread M14x1, effective work

surface approx. 33cm2, input

amplitude max. 50micron, amplific.

factor 1:1.4

booster B4-1.8, for UIP500 to B4-1.8 2 Ks
UIP4000, for mechanical increase

(or decrease) of the amplitude at

the sonotrode, amplitude ratio 1:1.8

(or 1:0.56), titanium, female

threads M14x1, inclusive titanium

thread bolt (TiM14x1)

1 338,00

1375,00

683,00

1338,00 21%

1375,00 21%

1366,00 21%

280,98

288,75

286,86

1618,98

1 663,75

1 652,86
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booster B4-2.6, for UIP500 to B4-2.6
UIP4000, for mechanical increase

(or decrease) of the amplitude at

the sonotrode, amplitude ratio 1:2.6

(or 1:0.38), titanium, female

threads M14x1, inclusive titanium

thread bolt (TiM14x1)

Insert22, for flow cells FC100L1-1S Insert 22
or FC100L1K-1S, for reduction of

the reactor volume, for use with

sonotrode BS2d18(F) or

BS2d22(F), EPDM O-rings,

stainless steel

1Ks

1Ks

1.303,00 1303,00 21%

211,00 211,00 21%

273,63 1 576,63

44,31 255,31

Total / Celkem:

10 mu/mj

8 325,00

Rounded / Zaokrouhleni:
Total / Celkem:

1748,25 10 073,25

-0,25 EUR
10 073,00 EUR










