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dodatek č. 1 KUPnÍ SMLOUVy 
k zadávacímu řízení 
„Zajištění konektivity školy dle standardu konektivity IROP, ZŠ Přemyslovců (opakované řízení)“
Čl. 1 Smluvní strany 


Kupující:
Základní škola Louny, Přemyslovců 2209, příspěvková organizace


Sídlo: 
Přemyslovců 2209, 440 01 Louny

IČ:
49123891

DIČ:
neplátce DPH

Zastoupený: 
PhDr. et Mgr. Vlastimil Hubert, MBA, ředitel
Telefon: 
+420 415 672 213
e-mail: 
reditel@zspremyslovcu.cz
Bankovní spojení: 
Česká spořitelna, a.s.
Číslo účtu:
1020800309/0800
jako kupující, na straně jedné

(dále jen kupující)
a

Prodávající:
AUTOCONT a.s.


Sídlo:



Hornopolní 3322/34, 702 00 Ostrava


IČ:



04308697


DIČ:



CZ04308697


Zastoupený/Jednající:

Zdeňkem Chobotem, ředitelem regionálního centra


Telefon:


602 440 010


e-mail:



zdenek.chobot@autocont.cz


Bankovní spojení:

Česká spořitelna a.s.


Číslo účtu:


6563752/0800


Je plátce DPH:


Ano
Zápis v OR:
vedeném u Krajského soudu v Ostravě, oddíl B, vložka 11012


jako prodávající na straně druhé
(dále jen prodávající)

Čl. 2 Úvodní ustanovení

2.1. Výše uvedené smluvní strany uzavřely dne 16. 7. 2022 kupní smlouvu (uveřejněnou dne 18. 7. 2022 v registru smluv v souladu se zákonem č. 340/2015 Sb., o registru smluv, v platném znění) na základě výsledku zadávacího řízení s názvem „Zajištění konektivity školy dle standardu konektivity IROP, ZŠ Přemyslovců (opakované řízení)“ za účelem zajištění vnitřní konektivity a ICT vybavení v rámci projektu podpořených v rámci Integrovaného regionálního operačního programu (IROP): 
· Učebna přírodních věd č. CZ.06.2.67/0.0/0.0/19_116/0013173
2.2. V průběhu realizace plnění došlo k nedostupnosti položek:
· 2x přepínač - Fortinet FortiSwitch 224E-POE
· 5x WiFi přístupový přenosný (AP) - Fortinet FAP-23JF
to z důvodu nedostupnosti součástek pro výrobu přepínačů a WiFi přístupových bodů ze strany výrobce. Dodavatel tak zamýšlí dodat jiné odpovídající či nástupnické modely.
2.3. Za účelem akceptace náhrady přepínačů a WiFi přístupových bodů a akceptace jejich dodávky, a tedy za účelem zhojení výše uvedených skutečností je uzavírán tento dodatek výše uvedené kupní smlouvy.
Čl. 3 Předmět dodatku
3.1. Předmětem dodatku je změna položek:

·  Síťové přepínače
· z 2x Fortinet FortiSwitch 224E-POE
· na 2x Fortinet FortiSwitch 224D-FPOE
· WiFi přístupové bod přenosné (AP)
· z 5x Fortinet FAP-23JF
· na 5x Fortinet FAP-231F

3.2. Cena za dodávku těchto položek zůstává shodná s původně dodávanými modely, a proto v důsledku uzavření tohoto dodatku nedochází ke změně kupní ceny.

Čl. 4 Závěrečná ustanovení

4.1. Tento dodatek nabývá platnosti dnem jeho podpisu oběma smluvními stranami a účinnosti uveřejněním v registru smluv (v souladu se zákonem č. 340/2015 Sb., o registru smluv, v platném znění).
4.2. Přílohou č. 1 tohoto dodatku je technická specifikace položek dodávaných na základě tohoto dodatku kupní smlouvy ve formě datových listů prokazujích plnění povinných parametrů Technické specifikace zadávací dokumentace.
4.3. Smluvní strany prohlašují, že si tento dodatek před jeho podpisem přečetly a s celým jeho obsahem souhlasí. Dále prohlašují, že tento dodatek vyjadřuje jejich pravou a svobodnou vůli. Na důkaz toho připojují vlastnoruční podpisy na dodatku.
	Za kupujícího
	Za prodávajícího

	V Lounech dne dle data el. podpisu
	V Karlových Varech dne dle data el. podpisu

	…………………………………….
	…………………………………….

	Vlastimil Hubert 

ředitel školy
	Zdeněk Chobot
ředitel regionálního centra


Příloha číslo 1 – Datové listy
Přepínače FortiSwitch 224D-FPOE
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SPECIFICATIONS


FORTISWITCH 224D-FPOE FORTISWITCH 224E FORTISWITCH 224E-POE


Hardware Specifications


Total Network Interfaces 24x GE RJ45 ports and  
4x GE SFP ports


24x GE RJ45 ports and  
4x GE SFP ports


24x GE RJ45 ports and  
4x GE SFP ports


Dedicated Management 10/100 Port 1 1 1


RJ-45 Serial Console Port 1 1 1


Form Factor 1 RU Rack Mount 1 RU Rack Mount 1 RU Rack Mount


Power over Ethernet (PoE) Ports 24 (802.3af/802.3at) NA 12 (802.3af/802.3at)


PoE Power Budget 370 W NA 180 W


Mean Time Between Failures > 10 years > 10 years > 10 years


System Specifications


Switching Capacity (Duplex) 56 Gbps 56 Gbps 56 Gbps


Packets Per Second (Duplex) 83 Mpps 83 Mpps 83 Mpps


MAC Address Storage 16 K 16 K 16 K


Network Latency < 1µs < 1µs < 1µs


VLANs Supported 4 K 4 K 4 K


Link Aggregation Group Size 8 8 8


Total Link Aggregation Groups Up to number of ports Up to number of ports Up to number of ports


Packet Buffers 1.5 MB 1.5 MB 1.5 MB


DRAM 512 MB DDR3 512 MB DDR3 512 MB DDR3


FLASH 128 MB 128 MB 128 MB


ACL 512 512 512


Spanning Tree Instances 16 16 16


Route Entries 64 64 64


Host Entries 1k 1k 1k


Dimensions


Height x Depth x Width (inches) 1.73 x 12.2 x 17.5 1.73 x 9 x 12.99 1.73 x 9 x 12.99


Height x Depth x Width (mm) 44 x 310 x 440 44 x 230 x 330 44 x 230 x 330


Weight 10.64 lbs  (4.83 kg) 4.78 lbs  (2.17 kg) 5.37 lbs  (2.44 kg)


Environment


Power Required 100–240V AC, 50/60 Hz 100–240V AC, 50/60 Hz 100–240V AC, 50/60 Hz


Power Supply AC built in AC built in AC built in


Redundant Power Optional FRPS-740 Redundant AC Optional FRPS-740


Power Consumption* (Average / Maximum) 380 W / 397 W 17.2 W / 17.3 W 220.18 W / 223.57 W


Heat Dissipation 85 BTU/h 59.095 BTU/h 74.29554 BTU/h


Operating Temperature 32–122°F  (0–50°C) 32–122°F  (0–50°C) 32–122°F  (0–50°C)


Storage Temperature -4–158°F  (-20–70°C) -4–158°F  (-20–70°C) -4–158°F  (-20–70°C)


Humidity 10–90% non-condensing 10–90% non-condensing 10–90% non-condensing


Air-Flow Direction side-to-back side-to-back side-to-back


Certification and Compliance


FCC, CE, RCM, VCCI, BSMI, UL, CB, RoHS2


Warranty


Fortinet Warranty Limited lifetime** warranty on all models


* POE models power consumption is similar to non-POE model if POE is not in use 
** Fortinet Warranty Policy: http://www.fortinet.com/doc/legal/EULA.pdf


FortiSwitch 224D-FPOE FortiSwitch 224E


FortiSwitch 224E-POE
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HIGHLIGHTS


FortiAP 231F
This enterprise class Wi-Fi 6 indoor AP provides three radios as well as features 
such as OFDMA and dual 1 Gbps Ethernet ports. The AP can provide 24/7 scanning 
across both bands while still providing access on both the 2.4 GHz and 5 GHz bands. 
The integrated BLE radio can be used for beacons and locationing applications.


802.11ax | Tri-Radio 5 GHz + 2.4 GHz + scanning | 3 Antennas


2x2 MU-MIMO | Up to 574 Mbps + 1,201 Mbps + scanning


SPECIFICATIONS
FORTIAP 231F


Hardware


Hardware Type Indoor AP


Number of Radios 3 + 1 BLE


Number of Antennas 3 Dual band Internal Wi-Fi + 1 BLE/ZigBee


Antenna Type and Peak Gain PIFA antenna
Dual band: 4.5dBi for 2.4Ghz and 5.5dBi for 5GHz                                          
BLE antenna 4.0dBi at 2.4GHz band


Frequency Bands (GHz)* 2.400–2.4835, 5.150–5.250, 5.250–5.350, 5.470–5.725, 
5.725–5.850


Radio 1 Capabilities Frequency band: 2.4GHz
Channel width: 20/40MHz 
Modulation: BPSK, QPSK, 64/256/1024 QAM  
MIMO Chains: 2x2 Service


Radio 2 Capabilities Frequency band: 5.0GHz
Channel width: 20/40/80MHz 
Modulation: BPSK, QPSK, 64/256/1024 QAM  
MIMO Chains: 2x2 Service


Radio 3 Capabilities Frequency bands: 2.4GHz and 5.0GHz
MIMO Chains: 1x1 Frequency Scanning


Maximum Data Rate Radio 1: up to 574 Mbps 
Radio 2: up to 1201 Mbps 
Radio 3: Frequency scanning only


Bluetooth Low Energy Radio Bluetooth scanning and iBeacon advertisement @ 10 
dBm max TX power


Interfaces 2x 10/100/1000 Base-T RJ45, 1x Type 2.0 USB, 1x RS-
232 RJ45 Serial Port


Power over Ethernet (PoE) •	802.3at PoE default
•	1 port powered by 802.3at - full system functionality 
+ USB support
•	1 port is connected to 802.3af - no USB support


Simultaneous SSIDs Up to 16 (14 if background scanning enabled)


EAP Type(s) EAP-TLS, EAP-TTLS/MSCHAPv2, PEAPv0/EAP-
MSCHAPv2, PEAPv1/EAP-GTC, EAP-SIM, EAP-AKA, 
EAP-FAST


User/Device Authentication  WPA™, WPA2™, and WPA3™ with 802.1x or Preshared 
key, WEP, Web Captive Portal, MAC blocklist & 
allowlist


Maximum Tx Power 
(Conducted)


Radio 1: 2.4GHz:  23 dBm / 200 mW (2 chains 
combined)* 
Radio 2: 5GHz:  22 dBm / 158 mW (2 chains 
combined)* 
Radio 3: NA


Kensington Lock Yes


IEEE Standards 802.11a, 802.11b, 802.11d, 802.11e, 802.11g, 802.11h, 
802.11i, 802.11j, 802.11k, 802.11n, 802.11r, 802.11v, 
802.11w, 802.11ac, 802.11ax, 802.1Q, 802.1X, 802.3ad, 
802.3af, 802.3at, 802.3az


SSID Types Supported Local-Bridge, Tunnel, and Mesh


Per Radio Client Capacity Up to 512 clients per radio (Radio1 and Radio2)


Cellular Co-existence* Yes


Reset Button Yes


FORTIAP 231F


LED Off Mode Yes


Advanced 802.11 Features


OFDMA Yes (UL and DL)


Spatial Reuse (BSS Coloring) Yes


UL MU-MIMO 802.11ax mode Yes


DL-MU-MIMO Yes


Enhanced Target Wake Time 
(TWT)


Yes


ZeroWait DFS/Agile DFS No


Wireless Monitoring 
Capabilities


Rogue Scan radio modes Background, Dedicated


WIPS / WIDS radio modes Background, Dedicated (recommended)


Packet Sniffer Mode Yes


Spectrum Analyzer Yes


Dimensions


Length x Width x Height 6.0 x 6.0 x 2.86 inches (153.2 x 153.2 x 53.0 mm)


Weight 1.0 lbs (0.543 kg)


Package (shipping) Weight 2.1lbs (0.95 kg)


Mounting Options Ceiling, T-Rail, and Wall


Included Accessories Standard Mount kit for Ceiling, T-Rail, and Wall


Environment


Power Supply 802.3at PoE GPI-130


Power Consumption 
(Maximum)


17W


Humidity 5 - 90% non condensing


Operating / Storage 
Temperature


32–122°F (0 - 50°C) / -22–158°F (-30–70°C)


Directives Low Voltage Directive •  RoHS


UL2043 Plenum Material No


Mean Time Between Failures > 10 Years


IP Rating  N/A


Surge Protection Built In Yes


Hit-less PoE Failover N/A


Certifications


WiFi Alliance Certified Yes


DFS FCC, IC, CE, Japan, Brazil, Taiwan and Korea


Warranty


Limited Lifetime Warranty Yes


* Frequency selection and power may be restricted to abide by regional regulatory 
compliance laws.






