
VZ Záložní switch pro serverovnu 

Příloha č. 1 – Technická specifikace 

 

 

Technické parametry: 

Software 
 Comware software 7.1.0 or higher 

 OpenFlow 

Quality of services (Qos) 
 Broadcast control 

 Advanced classifier-based QoS 

 Poweful QoS feature 

 Traffic policing 

Management 
 Remote configuration and management 

 Manager and operator privilege levels 

 Command authorization 

 Secure Web GUI 

 Multiple configuration files 

 Complete session loggining 

 Remote monitoring (RMON) 

 IEEE 802.1AB Link Layer Discovery Protocol (LLDP) 

 sFlow (RFC 3176) 

 Management VLAN 

 Remote intelligent mirroring 

 Device Link Detection Protocol (DLDP) 

 IPv6 management 

 Troubleshooting 

 HPE Intelligent Management Center (IMC) 

 Network management 

Connectivity 
 Auto-MDIX 

 Flow control 

 High-density connectivity 

 IEEE 802.3at Power over Ethernet (PoE+) support 

 Ethernet operations, administration and maintenance (OAM) 

Performance 
 Non-blocking architecture 

 Hardware-based wire-speed access control lists (ACLs) 

Resiliency and high availability 
 Separate data and control paths 



 External redundant power supply 

 Smart Link 

 Spanning Tree/PVST+, MSTP, RSTP 

 Intelligent Resilient Fabric (IRF) 

Layer 2 switching 
 16K MAC address table 

 VLAN support and tagging 

 IEEE 802.1ad QinQ and selective QinQ 

 10GbE port aggregation 

 Device Link Detection Protocol (DLDP) 

 Jumbo frame support 

Layer 3 services 
 Address Resolution Protocol (ARP) 

 Dynamic Host Configuration Protocol (DHCP) 

 Loopback interface address 

 User Datagram Protocol (UDP) helper function 

 Route maps 

Layer 3 routing 
 Static IP routing 

 • Routing Information Protocol (RIP) 

Security 
 Access control lists (ACLs) 

 IEEE 802.1X 

 MAC-based authentication 

 Identity-driven security and access control 

 Secure management access 

 Secure FTP/SCP 

 Guest VLAN 

 Port security 

 Port isolation 

 STP root guard 

 DHCP protection 

 Dynamic ARP protection 

 RADIUS/HWTACACS 

Convergence 
 IEEE 802.1AB Link Layer Discovery Protocol (LLDP) 

 LLDP-MED 

 LLDP-CDP compatibility 

 IEEE 802.3at Power over Ethernet (PoE+) 

 PoE allocations 

 Voice VLAN 

 IP multicast snooping (data-driven IGMP) 



Differentiator 

 Gigabit Ethernet switch with 24 10/100/1000BASE-T and 4 SFP+ ports 

 Intelligent Resilient Framework (IRF) technology, and static and RIP Layer 3 routing, 

supported 

Ports 

 (48) RJ-45 autosensing 10/100/1000 ports 

 (4) SFP+ fixed 1000/10000 SFP+ ports 

Memory  and processor 

 1 GB SDRAM 

 Packet buffer size: 3 MB 

 512 MB flash 

Latency 

 1000 Mb Latency: < 5 µs 

 10 Gbps Latency: < 3 µs 

Throughput 

 up to 130,9 Mpps 

Routing/switching capacity 

 176 Gbps 

PoE capability 

 370 W PoE+ 

Stacking capabilities 

 IRF 

 9 switches 

Management features 

 IMC - Intelligent Management Center 

 Command-line interface 

 Web browser 

 SNMP manager 
 

 
 


