

Č. j. 2025/5449/NM
NPO 134V731000075
reg. č. 044600001
Rigsters ApS
se sídlem: Åbenrå 33, st - 1124 København K, Dánsko
CVR: DK 40392408
zastoupen: Aleksandr Jakovlev, CEO
bankovní účet: xxxxx
(dále jen „prodávající“)

a

Národní muzeum
příspěvková organizace nepodléhající zápisu do obchodního rejstříku, zřízená Ministerstvem kultury ČR, zřizovací listina č. j. 17461/2000 ve znění pozdějších změn a doplňků
se sídlem Praha 1, Nové Město, Václavské náměstí 1700/68, PSČ: 115 79
IČO: 0002 3272, DIČ: CZ 0002 3272
zastoupeno: Ing. Martinem Součkem, Ph.D., ředitelem Odboru digitalizace a informačních systémů 
(dále jen „kupující“)

uzavírají tuto


kupní smlouvu č. 251460
dle § 2079 a násl. zák. č. 89/2012 Sb., občanský zákoník, ve znění pozdějších předpisů

I.
Předmět smlouvy
1. Předmětem této smlouvy je koupě a prodej zboží dle VZ250306, viz specifikace v Příloze č.1, která tvoří nedílnou součást této smlouvy (dále jen „věc“).
2. Prodávající se zavazuje dle podmínek uvedených v této smlouvě odevzdat kupujícímu věc a převést na něho vlastnické právo k věci a kupující se zavazuje věc převzít a zaplatit kupní cenu.

II.
Práva a povinnosti smluvních stran
1. Prodávající je povinen předat věc kupujícímu do 19. 12. 2025 v sídle kupujícího. O předání věci bude smluvními stranami sepsán předávací protokol. Nebezpečí škody na věci přechází na kupujícího v okamžiku, kdy převezme věc od prodávajícího.
2. Prodávající je povinen při předání věci předat kupujícímu veškeré doklady, které jsou nutné k převzetí a k užívání věci.

III.
Kupní cena a její splatnost
1. Kupující je povinen zaplatit prodávajícímu kupní cenu ve výši 1 657 500,00,- Kč  bez DPH.
2. Kupní cena bude kupujícím zaplacena na základě daňového dokladu vystaveného prodávajícím. Prodávající vystaví daňový doklad po předání věci kupujícímu. Daňový doklad vystavený prodávajícím bude splatný ve lhůtě 15 dnů ode dne jeho vystavení.
3. Daňový doklad bude obsahovat všechny náležitosti daňového a účetního dokladu tak, jak je stanoveno příslušnými právními předpisy.
4. V případě, že daňový doklad nebude obsahovat náležitosti daňového dokladu dle zákona, je kupující oprávněn vrátit daňový doklad prodávajícímu a požadovat vystavení řádného daňového dokladu. Tím se přerušuje lhůta splatnosti a doručením řádně vystaveného daňového dokladu začne běžet nová lhůta splatnosti. Vrácení daňového dokladu uplatní kupující do 7 pracovních dní ode dne jeho doručení od prodávajícího.

IV.
Záruční doba
1.	Prodávající poskytuje záruku na jakost dodané věci. Záruční doba činí 36 měsíců.
2.	Záruční doba začíná běžet dnem předání věci.

V.
Další ujednání
1. Prodávající prohlašuje, že je výlučným vlastníkem věci, že na věci neváznou žádná práva třetích osob, a že je oprávněn věc prodat. 
2. Kupující je oprávněn od této smlouvy písemně odstoupit s okamžitou platností v případě, že:
a) prodávající nepředal kupujícímu věc řádně a včas dle podmínek této smlouvy,
b) věc je zatížena právem třetí osoby,
c) věc má vady, na které prodávající kupujícího písemně neupozornil při předání věci. Tím nejsou dotčena práva kupujícího podle ust. § 2106 a násl. občanského zákoníku.
3. Prodávající je oprávněn od této smlouvy písemně odstoupit s okamžitou platností v případě, že kupující je v prodlení s úhradou kupní ceny déle než 30 dnů.
4. Nárok na náhradu škody není odstoupením od smlouvy dotčen.

VI.
Sankční ustanovení
1.	V případě, že prodávající nedodá kupujícímu věc řádně a včas dle podmínek této smlouvy, uhradí kupujícímu smluvní pokutu ve výši 0,1 % z kupní ceny za každý den prodlení.
2.	V případě prodlení kupujícího s úhradou kupní ceny, je prodávající oprávněn požadovat po kupujícím úrok z prodlení ve výši stanovené příslušnými právními předpisy.

VII.
Závěrečná ustanovení
1. Smlouva nabývá platnosti dnem podpisu smluvními stranami a účinnosti dnem zveřejnění v registru smluv. 
2. Smluvní strany prohlašují, že prodávající na sebe přebírá nebezpečí změny okolností ve smyslu § 1765 odst. 2 občanského zákoníku.
3. Otázky touto smlouvou výslovně neupravené se řídí příslušnými ustanoveními občanského zákoníku.
4. Obsah této smlouvy může být měněn pouze formou písemných vzestupně číslovaných dodatků vyjadřujících shodnou vůli obou smluvních stran.
5. Tato smlouva se vyhotovuje ve třech vyhotoveních s tím, že kupující obdrží 2 pare a prodávající 1 pare smlouvy.
6. Smluvní strany prohlašují, že tato smlouva odpovídá jejich pravé, svobodné a vážné vůli, čemuž na důkaz připojují níže své podpisy.


V………… dne _______________			V Praze dne _______________


Za prodávajícího:					Za kupujícího:





_________________________			_________________________
Aleksandr Jakovlev, CEO				Ing. Martin Souček, Ph.D., ředitel ODIS
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	Arago Control Software (Perpetual license)
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Automated Photogrammetry Capture
System

This solution is a five-axis imaging system comprising a camera rig, a turntable, a modular
flash LED lighting array, and integrated control software. By automating camera positioning,
object rotation, and lighting adjustments, it increases both efficiency and precision, enabling
users to capture high-quality, reproducible image sets for detailed photogrammetric 3D
reconstruction.

1. System Overview
e Primary Function: Automated photogrammetry image capture
e Key Components:

Camera rig

Turntable

Modular flash LED lighting array
Dedicated control software

o O O O

Tethering Support: Compatible with Nikon, Canon, and Sony cameras
Agnostic mode: For support of any camera while connected with a trigger release
cable.

2. Camera Rig Module

e Dimensions:
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o Length: 206 cm
o Width: 61cm
o Height: 192cm

e Travel Distances:

o X-axis: 130cm
o Y-axis: 137 cm

e Weight: ~74 kg

e Load Capacity (Tilt Element): Up to 15 kg

Key Features

e Five-Axis Movement: Allows flexible camera positioning for comprehensive angular
coverage.

o Robust Construction: Ensures stability and repeatable positioning.

o Modular Design: Easily integrates with the turntable and lighting array.

3. Turntable Module

e Dimensions:
o Length: 120cm
o Width: 54 cm
o Height: 20 cm

e Travel Distance (Sideways / Z-axis): 68 cm
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e Weight: ~18kg

e Load Capacity: Up to 80 kg (with even distribution, centered)

Key Features

e Synchronized Rotation: Maintains precise object orientation for uniform capture.
e Support for Larger / Heavier Objects: Accommodates diverse use cases.

e Seamless Software Control: Fully integrated into the system’s automation workflow.

4. Folding & Transportation

e Folded Dimensions (Rig Only):
o Length: 206 cm
o Width: 61cm
o Height: 42cm

e Transportation Case:
o Dimensions: ~217 cm (L) x 70 cm (W) x 61 cm (H)
o Weight: ~50 kg

Key Features

e Protective Case: Shields equipment during transit.

e Foldable Design: Minimizes storage footprint and simplifies setup in the field.
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5. Power Requirements
e Power Consumption: ~70-200 W (average), depending on operation
e Input Voltage: 110-240V AC

e Fusing: 10 A mains fuse (on both the main unit and any extender socket)

6. Modular Flash LED Light Array

This modular lighting solution is designed for precise flash control, polarization switching,
photometric stereo capture configurations, and seamless integration with the camera rig and
turntable. It integrates camera power, synchronization, triggering, and tethering, ensuring
seamless coordination between lighting and imaging.

Key Features

e Precision Flash Sequencing: Allows rapid triggering and synchronization with the
camera and turntable.

e Polarization Control: Quick switching between cross and parallel polarization
(electronic or mechanical).

e Integrated Power & Data: Single control link for power, triggering, and tethering
ensures efficient workflow.

Hardware Specifications (LED Flash Unit)

e LED Type: COB LED with CRI 95 and TLCI99
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e llluminance (lux): 10.500 Ix

e Optics: 60° aspherical lens for even beam coverage

e Filter Thread: M58 front mount (e.qg., for polarizing filters)
e Mounting Points:

o Front: 4 x M3
o Each Side: 1 x M4, 1 x V4"

e Cooling: Active cooling via internal fan
e Operating Modes:
o Modeling Light — For focus assist and polarization-state preview
o Flash Mode — Up to 250 W output; adjustable pulse duration (50 ps to
100 ms)

e Physical:

o Dimensions: 65 x 65 x 65 mm
o Weight: 290 g

Controller

e Max Input Power: 600 W (48V, 12A)
e Driver Type: Constant current (flicker-free, no PWM)
e Ports:

LED Unit Ports: 4

USB 3.0 (5 Gbps) — Camera tethering

LAN (1 Gbps) — Data transfer and communication

Camera Trigger (3.5 mm jack) — Nikon, Canon, Sony remote trigger
Shutter Sync/Response (3.5 mm jack) — PC-sync

O O O 0o O
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o Camera Power Outputs — Nikon/Sony/Canon
o Polarizer Control — Electronic or mechanical polarizers
o Remote Input Trigger (3.5 mm jack)

Polarization Add-On Modules

1. Digital Polarizer

Filter Type: Liquid-crystal fast polarizer
Actuation Speed: <30 ms
Transmittance: 243%

Number of States: 2

0O O O ©

2. Motorized Polarizer (Coming Soon)

o Filter Size: =77 mm (standard threaded)
o Actuation Speed: <1s

Power Supply Unit (PSU)
e Input: 110-240V, up to 6 A
e Output: 48V, 12A

e Auxiliary Ports: 48V, 4 A

7. Integrated Control Software

A comprehensive software platform coordinates all system components—camera rig axes,
turntable rotation, and LED lighting. It streamlines workflows for repeatable and highly
accurate photogrammetry captures.
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7.1 Hardware Control & Synchronization

Multi-Axis Rig Control: Direct manipulation of X, Y, Z, and tilt, plus turntable rotation
from a unified interface.

Lighting Integration: Adjustable flash power, pulse duration, and continuous
brightness. Synchronizes with shutter release to prevent timing mismatches.

Camera Tethering & Triggering: Built-in support for shutter control and live view
(where camera firmware permits).

Multi-Camera Support: Support for up to 3 digital cameras, along with Auto Shutter
sync across cameras with up to 1/200s speeds.

7.2 Automated Capture Sequences

Camera path: Define shooting routines with specific angles, lighting settings, and
camera parameters.

Batch Operations: Capture large image sets in one automated run.

Polarization Control: Automates switching between polarization states for advanced
reflection management.

7.3 User Interface & Workflow

Intuitive Dashboard: Central display for axis positions, camera status, and light
parameters, with real-time progress or error alerts.

Preset Profiles & Templates: Save and reuse common setups for different objects
or lighting configurations.

Object Prescan: Quickly reads the shape, curvature and position in space of your
object. Establishing a proxy 3D model facilitates optimal camera position generation.
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Position generation tools: Enable the user to easily produce the optimal capture
set with an adaptive amount and coverage of positions. A flexible generation
algorithm calculates camera positions by accounting for the shape of the object,
surroundings, and user-defined settings.

Coverage Heatmap: Provides visual feedback on the quality of generated image
coverage based on the shape of the object and chosen camera settings.

Time estimation: Accurate time estimation for the chosen capture sequence.

Safety configuration: User-defined stop distances to ensure travel safety during
operation.

7.4 Data Management & Output

File Handling: Organizes captured images by session and naming conventions for
seamless data flow into photogrammetry software.

7.5 Reliability & Support

Error Handling & Diagnostics: Provides troubleshooting logs and status reports for
quick resolution.

Regular Updates: Periodic enhancements add support for new cameras, optimize
performance, and resolve bugs.

Documentation & Tutorials: Guides and resources for operators at all experience
levels.

Rigsters ApS Abenra 33, st, 1124 Copenhagen
T+452174 6771 E info@rigsters.com W rigsters.com CVR 40392408




image9.jpeg
IGETERS

Rigsters ApS
Abenra 33,

1124 Copenhagen
Cvr. 40392408

Tel. +45 2174 6771
info@rigsters.com

8. Conclusion

This fully integrated setup—encompassing a five-axis camera rig, synchronized turntable,
modular LED lighting, and advanced control software—offers an end-to-end solution for
automated photogrammetry. By streamlining capture sequences, synchronizing all hardware
components, and offering robust data management tools, it ensures high-quality, repeatable
results with minimal operator intervention. Users benefit from precise multi-angle imaging,
customizable lighting, and efficient workflows, making it ideal for professional 3D scanning
and detailed digital double creation for various industries.
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