



[bookmark: smlouva.pdf]KUPNÍ SMLOUVA
Sestava kapalinového chromatografu s hmotnostním detektorem SMLUVNÍ STRANY
KUPUJÍCÍ:	 Ústav experimentální botaniky AV ČR, v. v. i., instituce zapsaná v rejstříku veřejných výzkumných institucí vedeném MŠMT ČR se sídlem:	Rozvojová 263, 165 02 Praha 6 – Lysolaje
IČO:	61389030
DIČ:	CZ61389030
zastoupen: RNDr. Janem Martincem, CSc., ředitelem osoba oprávněná jednat
ve věcech technických:	
 (dále jen „kupující“) na straně jedné
a

PRODÁVAJÍCÍ:	Waters Gesellschaft m.b.H.
se sídlem Hietzinger
Hauptstrasse 145, Vídeň, Rakousko, jednající prostřednictvím svého odštěpného závodu WATERS Gesellschaft m.b.H., organizační složka
se sídlem: Hvězdova 1734/2c, 140 00 Praha 4 - Nusle
zápis v obchodním rejstříku: vedeném u Městského soudu v Praze, oddíl A, vložka 9889 statutární orgán: odštěpný závod zahraniční právnické osoby
osoba oprávněná jednat
ve věcech smluvních:	
vedoucí odštěpného závodu osoba oprávněná jednat
ve věcech technických:	
tel. č.:	
e-mail:	@waters.com
IČO:	60459441
DIČ:	CZ60459441
bankovní spojení:	UniCredit Bank Czech Republic and Slovakia, a.s.,
Želetavská 1525/1, 140 92 Praha 4 - Michle
č.ú.:	2102755139/2700

(dále jen „prodávající“) na straně druhé

uzavírají níže uvedeného dne, měsíce a roku podle ust. § 2079 a násl. zákona č. 89/2012 Sb., občanského zákoníku, ve znění pozdějších předpisů (dále jen „občanský zákoník“), tuto kupní smlouvu (dále jen „smlouva“) v rámci projektu: „Unravelling Spatio-temporal Auxin Intracellular Redistribution for Morphogenesis (STARMORPH)“, reg. č. 101166880, v rámci Horizon Europe.
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Kupující s prodávajícím uzavírají tuto smlouvu v důsledku skutečnosti, že prodávající byl kupujícím vybrán v zadávacím řízení dle zákona č. 134/2016 Sb., o zadávání veřejných zakázek, v účinném znění s názvem „ÚEB/2025 - Sestava kapalinového chromatografu s hmotnostním detektorem“ jako dodavatel pro tuto veřejnou zakázku.

I. [bookmark: I._Předmět_plnění]Předmět plnění

1. Předmětem koupě podle této smlouvy je LC-MS systém Xevo TQ Absolute XR, Acquity
I-Class Plus, iontový zdroj DESI XS včetně vyhřívané transportní kapiláry (dále jen
„zboží“) v druhu, množství, jakosti a provedení podle specifikace, která tvoří nedílnou součást této smlouvy jako její příloha č. 1. Prodávající není oprávněn odevzdat kupujícímu větší množství zboží ve smyslu § 2093 občanského zákoníku. Smluvní strany si ujednaly, že § 2099 odst. 2 občanského zákoníku se nepoužije.

2. Prodávající se zavazuje odevzdat za touto smlouvou sjednaných podmínek kupujícímu zboží specifikované v příloze č. 1 této smlouvy a umožnit mu nabýt vlastnické právo k tomuto zboží, včetně provedení jeho instalace, zaškolení uživatelů kupujícího kvalifikovaným pracovníkem a poskytovat záruční servis zboží za podmínek stanovených dále touto smlouvou.
3. Kupující se zavazuje zboží převzít a zaplatit za něj sjednanou kupní cenu způsobem a
v termínu sjednanými touto smlouvou.

4. Součástí dodání předmětu Smlouvy je i doprava do místa dodání a dodání zákonných dokladů (Prohlášení o shodě nebo CE certifikát, uživatelský manuál v českém nebo v anglickém jazyce).

5. Prodávající ve smyslu § 2103 občanského zákoníku ujišťuje, že zboží je bez vad.

6. Zboží musí být plně funkční, nové, nepoužité, nerepasované, bez dalších dodatečných nákladů ze strany kupujícího.

II. Čas a místo dodání

1. Prodávající se zavazuje dodat a instalovat zboží v místě dodání, včetně dodání všech zákonných podkladů ke zboží, provedení všech zkoušek ověřujících splnění technických parametrů daných touto smlouvou, uvedení do provozu a provedení úvodního školení uživatelů kupujícího kvalifikovaným pracovníkem v rozsahu dle čl. V. odst. 2 této smlouvy nejpozději do 84 kalendářních dnů od nabytí účinnosti této smlouvy.
2. Místo dodání: Ústav experimentální botaniky AV ČR, v. v. i., pracoviště Olomouc, Šlechtitelů 27, budova č. 47, 4NP, místnost č. 4.15, 779 00 Olomouc - Holice, Česká republika.
Osoba oprávněná k převzetí zboží za kupujícího: prof. Mgr. Ondřej Novák, Ph.D. nebo jím pověřená osoba.
3. Smluvní strany si ujednaly, že ustanovení § 2126 a § 2127 občanského zákoníku o svépomocném prodeji se v případě prodlení kupujícího s převzetím zboží nepoužije.
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III. Kupní cena

1. Celková kupní cena zboží činí 11.946.961,28 Kč bez DPH. Prodávající je plátce DPH.
2. [bookmark: 2._V_kupní_ceně_jsou_zahrnuty_veškeré_ná]V kupní ceně jsou zahrnuty veškeré náklady spojené s dodáním zboží a zisk prodávajícího spojené s dodáním zboží (zejména doprava zboží na místo dodání, clo, pojištění, instalace zboží, dodání všech zákonných podkladů ke zboží, uvedení do provozu, provedení zaškolení uživatelů kupujícího kvalifikovaným pracovníkem, kompletní zajištění záručního servisu).

3. Kupní cena je sjednána jako cena pevná, nejvýše přípustná a maximální, zahrnuje veškeré náklady spojené s dodáním zboží.
4. Prodávající odpovídá za to, že sazba daně z přidané hodnoty v okamžiku fakturace je stanovena v souladu s účinnými právními předpisy.

IV. Platební podmínky

1. Platba za dodávku zboží proběhne na základě řádně vystaveného daňového dokladu (faktury), obsahujícího všechny náležitosti, ve lhůtě splatnosti do 30 kalendářních dnů ode dne jejího prokazatelného doručení kupujícímu. Faktura bude vystavena prodávajícím nejdříve po dodání zboží, jeho řádné a úplné instalaci, dodání zákonných dokladů, provedení všech zkoušek ověřujících splnění technických parametrů daných touto Smlouvou, uvedení do provozu a provedení úvodního školení obsluhy v rozsahu dle čl. V. odst. 2 této smlouvy, což bude potvrzeno písemným protokolem o dodání a instalaci zboží. Dokladem o řádném splnění závazků uvedených v předchozí větě prodávajícím je písemný datovaný předávací protokol opatřený podpisy oprávněných osob obou smluvních stran jednat ve věcech technických.
2. Každá prodávajícím vystavená faktura musí obsahovat všechny náležitosti daňového dokladu v souladu se zákonem č. 235/2004 Sb., o dani z přidané hodnoty, ve znění pozdějších předpisů a náležitosti obchodní listiny dle § 435 občanského zákoníku a současně číslo smlouvy, na jejímž základě bylo plněno. Každou fakturu prodávající opatří razítkem a podpisem osoby oprávněné ji vystavit. Na každé vystavené faktuře bude vyznačeno reg. číslo a název projektu dle záhlaví této smlouvy.

3. Nebude-li jakákoliv faktura vystavená prodávajícím obsahovat některou povinnou náležitost nebo prodávající chybně vyúčtuje cenu nebo DPH, je kupující oprávněn před uplynutím lhůty splatnosti vrátit fakturu prodávajícími k provedení opravy s vyznačením důvodu vrácení. Prodávající provede opravu vystavením nové faktury. Dnem odeslání vadné faktury prodávajícímu přestává běžet původní lhůta splatnosti a nová lhůta splatnosti běží znovu ode dne doručení nové faktury kupujícím.
4. Smluvní strany se dohodly na tom, že závazek zaplatit kupní cenu je splněn dnem odepsání příslušné částky z účtu kupujícího ve prospěch účtu prodávajícího uvedeného v záhlaví této smlouvy.
5. Prodávající zajistí řádné a včasné plnění finančních závazků svým poddodavatelům, kdy za řádné a včasné plnění se považuje plné uhrazení poddodavatelem vystavených faktur za plnění poskytnutá prodávajícímu k provedení závazků vyplývajících ze smlouvy, a to vždy



nejpozději do 15 kalendářních dnů od obdržení platby ze strany kupujícího za konkrétní plnění (pokud již splatnost poddodavatelem vystavené faktury nenastala dříve). Prodávající se zavazuje přenést totožnou povinnost do dalších úrovní dodavatelského řetězce a zavázat své poddodavatele k plnění a šíření této povinnosti též do nižších úrovní dodavatelského řetězce. Kupující je oprávněn požadovat předložení dokladů o provedených platbách poddodavatelům a smlouvy uzavřené mezi prodávajícím a poddodavateli. Nesplnění povinností prodávajícího dle tohoto ujednání smlouvy se považuje za podstatné porušení smlouvy s možností odstoupení kupujícím od této smlouvy. Odstoupení od této smlouvy je v takovém případě účinné doručením písemného oznámení o odstoupení od smlouvy druhé smluvní straně.
V. Instalace zboží a zaškolení obsluhy

1. V rámci instalace zboží v místě dodání, je prodávající povinen prokázat zejména, nikoliv však výlučně, plnou funkčnost a splnění všech parametrů zboží v souladu s nabídkou prodávajícího, která tvoří nedílnou součást této smlouvy (příloha č. 1 této smlouvy).
2. Prodávající se zavazuje provést školení obsluhy dodávaného zboží v rozsahu:
Úvodní školení obsluhy dodávaného zboží vč. příslušenství v rozsahu min. 4 hodiny pro min. 1 osobu ze strany kupujícího, které je podmínkou pro řádné předání a převzetí zboží. Odborně kvalifikovaní servisní technici, popř. aplikační specialisté provedou úvodní školení obsluhy, ve kterém bude zahrnuto:
· zapnutí/vypnutí zařízení vč. příslušenství
· běžná kontrola provozních parametrů zařízení
· základní metodiky detekce chyb

3. Veškerá školení proběhnou v místě instalace zboží, pokud nebude dohodnuto písemně jinak osobami oprávněnými jednat ve věcech technických za smluvní strany. Přesný termín jednotlivých školení musí být v dostatečném časovém předstihu odsouhlasen osobou oprávněnou jednat za kupujícího ve věcech technických. Veškeré náklady spojené s výše uvedenými školeními (vč. pobytu servisních techniků, aplikačních specialistů, popř. specialistů dodavatelů příslušenství) hradí prodávající.

4. V záruční době vzdálená servisní diagnostika a aplikační podpora v rámci celkové nabídkové ceny min. v pracovních dnech od 9 do 16 hodin.
VI. Odpovědnost prodávajícího za vady a záruka za jakost

1. Prodávající poskytuje na zboží záruku za jakost podle § 2113 a násl. občanského zákoníku
v délce 24 měsíců ode dne podpisu předávacího protokolu dle čl. IV. odst. 1 této smlouvy.

2. Prodávající garantuje rychlost servisního zásahu, tj. dojezd do místa instalace zboží, detekce vady a projednání nutných servisních úkonů s osobou oprávněnou ve věcech technických za kupujícího, v záruční době nejpozději do 5 pracovních dnů ode dne ohlášení vady kupujícím, a to návštěvou servisního technika. Jednotlivé vady v záruční době musí být odstraněny nejpozději do 30 pracovních dnů ode dne zahájení odstraňování vad, přičemž dnem zahájení odstraňování vad je den servisního zásahu, nedohodnou-li se osoby oprávněné ve věcech technických za smluvní strany písemně jinak. Prodávající je povinen



odstraňovat jednotlivé vady v místě plnění, není-li to prokazatelně technicky možné, vadnou část zboží prodávající protokolárně převezme do opravy po písemném odsouhlasení navrženého postupu osobou oprávněnou ve věcech technických za kupujícího. Smluvní strany si ujednaly, že § 2110 občanského zákoníku se nepoužije; kupující je tedy oprávněn pro vady odstoupit od smlouvy nebo požadovat dodání nového zboží bez ohledu na skutečnost, zda může zboží vrátit, popř. vrátit je ve stavu, v jakém je obdržel.

3. Prodávající se po dobu záruky zavazuje k provádění bezplatného plného servisu včetně aktualizací software odevzdaného zboží. Náklady na provádění záručního plného servisu dodaného zboží tvoří součást kupní ceny dle této smlouvy.

VII. Utvrzení závazku

1. Smluvní strany si pro případ porušení smluvené povinnosti ujednávají smluvní pokuty v podobě, jak je upravují následující odstavce smlouvy. Ani jedna ze smluvních stran ujednané smluvní pokuty nepovažuje za nepřiměřené s ohledem na hodnotu jednotlivých utvrzovaných smluvních povinností.
2. Prodávající se zavazuje uhradit kupujícímu smluvní pokutu ve výši 0,1 % z celkové kupní ceny bez DPH za každý i započatý den prodlení se smluvně stanoveným termínem dodání ve smyslu čl. II. odst. 1 této smlouvy.

3. Prodávající se zavazuje uhradit kupujícímu smluvní pokutu ve výši 0,1 % z celkové ceny bez DPH za každý i započatý den po marném uplynutí lhůty k nastoupení k opravě nebo lhůty k opravě v době záruky v souladu s čl. VI. této smlouvy, a to za každý jednotlivý případ.
4. Smluvní strany se dohodly, že § 2050 občanského zákoníku se nepoužije, tj. že se smluvní pokuty se nezapočítávají na náhradu případně vzniklé škody, kterou lze vymáhat samostatně v plné výši vedle smluvní pokuty.

5. Splatnost vyúčtovaných smluvních pokut je 30 kalendářních dnů od data doručení písemného vyúčtování příslušné smluvní straně a za den zaplacení bude považován den odepsání částky smluvní pokuty z účtu příslušné smluvní strany ve prospěch účtu, který bude uveden ve vyúčtování smluvní pokuty.

6. Smluvní pokuty je kupující oprávněn započíst ve smyslu ust. § 1982 a násl. občanského zákoníku proti i nesplatné pohledávce prodávajícího na úhradu kupní ceny dle této smlouvy.
VIII. Závěrečná ujednání

1. Prodávající je osobou povinnou spolupůsobit při výkonu finanční kontroly ve smyslu ustanovení § 2 písm. e) zákona č. 320/2001 Sb., o finanční kontrole ve veřejné správě, ve znění pozdějších předpisů. Tyto závazky prodávajícího se vztahují i na jeho smluvní partnery, podílející se na plnění této smlouvy.

2. Kupující si vyhrazuje právo zveřejnit obsah uzavřené smlouvy.



3. Tato smlouva se v otázkách v ní výslovně neupravených řídí občanským zákoníkem a právním řádem České republiky.

4. Ujednání této smlouvy jsou vzájemně oddělitelná. Pokud jakákoli část závazku podle této smlouvy je nebo se stane neplatnou či nevymahatelnou, nebude to mít vliv na platnost a vymahatelnost ostatních závazků podle této smlouvy a smluvní strany se zavazují nahradit takovouto neplatnou nebo nevymahatelnou část závazku novou, platnou a vymahatelnou částí závazku, jejíž předmět bude nejlépe odpovídat předmětu původního závazku. Pokud by smlouva neobsahovala nějaké ujednání, jehož stanovení by bylo jinak pro vymezení práv a povinností odůvodněné, smluvní strany učiní vše pro to, aby takové ujednání bylo do smlouvy doplněno.

5. Změnit nebo doplnit tuto smlouvu mohou smluvní strany pouze formou písemných dodatků, které budou vzestupně číslovány, výslovně prohlášeny za dodatek této smlouvy a podepsány oprávněnými osobami smluvních stran.

6. Kupující je oprávněn v souladu s ust. § 2001 občanského zákoníku odstoupit od této smlouvy v případě:
· prodlení prodávajícího s dodáním zboží delším než 10 kalendářních dnů,
· nedodržení technické specifikace zboží uvedené v nabídce prodávajícího nebo v případě, že prodávající v nabídce podané v zadávacím řízení, jenž předcházelo uzavření této smlouvy, uvedl informace nebo předložil doklady, které neodpovídají skutečnosti a měly nebo mohly mít vliv na výběr prodávajícího ke splnění veřejné zakázky,
· prodlení prodávajícího se zahájením odstraňování vad o více než 10 kalendářních dnů. Odstoupení od smlouvy musí být učiněno písemně a nabývá účinnosti dnem doručení písemného oznámení druhé smluvní straně.

7. Prodávající není oprávněn postoupit svá práva a povinnosti plynoucí z této smlouvy třetí osobě s výjimkou případů dle § 222 odst. 10 zákona č. 134/2016 Sb., o zadávání veřejných zakázek, v účinném znění.

8. Ohledně doručování zásilek týkajících se plnění této smlouvy odesílaných prodávajícím s využitím provozovatele poštovních služeb se § 573 občanského zákoníku nepoužije.

9. Prodávající bere na vědomí, že tato smlouva včetně všech jejích příloh podléhá povinnému uveřejnění podle zákona č. 340/2015 Sb., o zvláštních podmínkách účinnosti některých smluv, uveřejňování těchto smluv a o registru smluv, v účinném znění.

10. Tato smlouva je uzavřena dnem jejího podpisu posledním účastníkem této smlouvy a účinnosti nabývá dnem uveřejnění této smlouvy kupujícím v registru smluv dle zákona č. 340/2015 Sb., o zvláštních podmínkách účinnosti některých smluv, uveřejňování těchto smluv a o registru smluv, v účinném znění.



11. Tato smlouva je vyhotovena v elektronické podobě.

12. Prodávající se zavazuje, že umožní všem subjektům oprávněným k výkonu kontroly projektu, z jehož prostředků je plnění dle této smlouvy hrazeno, provést kontrolu dokladů souvisejících s tímto plněním, a to po dobu danou právními předpisy ČR k jejich archivaci (zákon č. 563/1991 Sb., o účetnictví, ve znění pozdějších předpisů a zákon č. 235/2004 Sb., o dani z přidané hodnoty, ve znění pozdějších předpisů).

13. Prodávající se zavazuje zajistit v rámci plnění této smlouvy legální zaměstnávání osob a zajistí pracovníkům podílejícím se na plnění smlouvy férové a důstojné pracovní podmínky. Férovými a důstojnými pracovními podmínkami se rozumí takové pracovní podmínky, které splňují alespoň minimální standardy stanovené pracovněprávními a mzdovými předpisy. Prodávající je povinen zajistit splnění požadavků tohoto ustanovení smlouvy i u svých poddodavatelů. Nesplnění povinností prodávajícího dle tohoto ujednání smlouvy se považuje za podstatné porušení smlouvy s možností odstoupení kupujícím od této smlouvy. Odstoupení od této smlouvy je v takovém případě účinné doručením písemného oznámení o odstoupení od smlouvy druhé smluvní straně.

14. Prodávající je povinen informovat kupujícího v případě, že zjistí, že se na něho či jeho poddodavatele či na plnění, které je předmětem této smlouvy, vztahují mezinárodní sankce.

15. Nedílnou součást této smlouvy tvoří přílohy:
Příloha č. 1 – Nabídka prodávajícího ze dne 23.01.2026

16. Smluvní strany sjednávají, že v případě nesrovnalostí či kontradikcí mají ustanovení této kmenové části smlouvy přednost před ustanoveními přílohy smlouvy.


V Praze	V Praze
Datum: 2026.03.27
11:49:27 +01'00'

 
Date: 2026.03.24
11:28:43 +01'00'

…………………………………………		…………………………………………….. RNDr. Jan Martinec, CSc., ředitel	vedoucí odštěpného závodu

[image: ]


[bookmark: 041_Cenová_nabídka_24347595]Zákazník:
Ústav experimentální botaniky AV ČR, v.v.i. Rozvojová 263
165 00 PRAHA 6 - Lysolaje
















Xevo TQ Abs. XR, I-Class, DESI, ML
Číslo nabídky 24347595 - Platí do: 31.05.2026

	Obecné informace	
199621/11478864










Dodavatel:
Waters Gesellschaft m.b.H. organizační složka Hvězdova 1734/2c
140 00 Praha 4 - Nusle


Email: @waters.com


Strana: 1
Waters Gesellschaft m.b.H., organizační složka, Hvězdova 1734/2c, 140 00 Praha 4 – Nusle, Tel.: +420 261711384 www.waters.com Banka: UniCredit Bank Czech Republic and Slovakia, a.s., Želetavská 1525/1, 140 92 Praha 4 č.ú. CZK 2102755139/2700
č.ú. EUR 2102755155/2700 IČO: 60459441 DIČ: CZ60459441 Zapsán u Městského soudu v Praze, oddíl A, vložka 9889

	Cenové detaily v CZK	
Při vystavení objednávky uveďte prosím referenci této nabídky


	Pol P/N
	Popis
	Cena za kus
	Ks	Cena celkem
	Sleva	Celkem po slevě

	Xevo TQ Absolute XR System
	
	
	
	
	

	S následující konfigurací
	
	
	
	
	

	1
	176006063
	Xevo TQ Absolute XR on MassLynx
	15.602.600,00
	1
	15.602.600,00
	55,20 %
	6.989.964,80

	2
	176005270
	Targeted DESI Option
	4.404.400,00
	1
	4.404.400,00
	55,20 %
	1.973.171,20

	3
	176003946
	Dry Vacuum pump
	499.200,00
	1
	499.200,00
	55,20 %
	223.641,60

	4
	176005184
	MS Ref StdsXEVO TQ-XS w_c
	29.600,00
	1
	29.600,00
	55,20 %
	13.260,80

	5
	176015109
	ACQ. I-Class PLUS Sys. (CH-A)
	2.574.000,00
	1
	2.574.000,00
	55,20 %
	1.153.152,00

	
	
	w/SM-FTN-I
	
	
	
	
	

	6
	176002526
	MassLynx Workstation with TL
	764.400,00
	1
	764.400,00
	55,20 %
	342.451,20

	7
	740002549
	Maint: MassLynx S/W 2nd Yr
	96.900,00
	1
	96.900,00
	55,20 %
	43.411,20

	8
	176003950
	Analytical LC-MS Solvent Install Kit
	53.600,00
	1
	53.600,00
	55,20 %
	24.012,80

	9
	186008430
	MS Ref Stds AIMS Kit
	14.200,00
	1
	14.200,00
	55,20 %
	6.361,60

	10
	176600010
	FlexCHOICE™ Coverage for Xevo TQ
	1.126.560,00
	1
	1.126.560,00
	55,20 %
	504.698,88

	
	
	Absolute XR System
	
	
	
	
	

	11
	741000493
	DESI Source Installation Certificate
	185.500,00
	1
	185.500,00
	55,20 %
	83.104,00

	
	
	Celkem Xevo TQ Absolute XR System
	
	
	25.350.960,00
	
	11.357.230,08

	
12
	
667007720
	
Kit, P5 6core MassLynx W11 LTSC2024w/lic
	
17.900,00
	
1
	
17.900,00
	
55,20 %
	
8.019,20

	13
	ELC006902
	Lenovo LCD Monitor 27''
	9.200,00
	2
	18.400,00
	
	18.400,00

	14
	741000119
	Installation Service, One Half Day
	12.700,00
	4
	50.800,00
	
	50.800,00

	waters_connect
	
	
	
	
	
	

	S následující konfigurací
	
	
	
	
	

	15
	176005780
	waters_connect Workstation Software
	305.500,00
	1
	305.500,00
	55,20 %
	136.864,00

	
	
	5NU
	
	
	
	
	

	16
	176005886
	waters_connect Quan Workstation LP5 PC
	223.600,00
	1
	223.600,00
	55,20 %
	100.172,80

	17
	176005377 * waters_connect MS Quan
	146.900,00
	1
	146.900,00
	55,20 %
	65.811,20

	18
	740006356
	MP2Y waters_connect Workstation SW
	138.500,00
	1
	138.500,00
	55,20 %
	62.048,00

	
	
	w/5NU
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	Cenové detaily v CZK	
Při vystavení objednávky uveďte prosím referenci této nabídky


Pol P/N	Popis	Cena za kus	Ks	Cena celkem	Sleva	Celkem po slevě

	19	176005784 * w_connect Workstation Acquisition 1SYS
	89.100,00
	1
	89.100,00
	55,20 %
	39.916,80

	20	667007736	Kit, P5 6core w_c W11 LTSC2024
w/license
	17.900,00
	1
	17.900,00
	55,20 %
	8.019,20

	Celkem waters_connect
	
	
	921.500,00
	
	412.832,00






Objednací čísla s příponou DD nebo končící * budou dodávána digitálně prostřednictvím platformy Waters Digital Software Delivery a Licensing Platform.


	Celkem
	26.359.560,00
	
	11.847.281,28

	

Náklady na dopravu
	
	
	

99.680,00

	Celkem bez DPH
	
	
	11.946.961,28

	

DPH
	
	

21,00 %
	

2.508.861,87

	Celkem včetně DPH
	
	
	14.455.823,15



	Cenové detaily v CZK	
Při vystavení objednávky uveďte prosím referenci této nabídky




Speciální informace
Nabídka zahrnuje LC-MS systém Xevo TQ Absolute XR, Acquity I-Class Plus, iontový zdroj DESI XS včetně vyhřívané transportní kapiláry.
Nabídka obsahuje software MassLynx, waters_connect, 5x vyhodnocovací licence, HDI software pro MS zobrazování, 2x PC, 2x monitor 27", 2x OS Windows 11, instalaci, zaškolení, 24 měsíců záruku.
Nabídka nezahrnuje generátor dusíku a UPS záložní zdroj.






Sr System Account Manager

	
	
[bookmark: 050_Doložení_technické_specifikace_LC-MS]Technická specifikace předmětu veřejné zakázky:	ÚEB/2025 -
Sestava kapalinového chromatografu s hmotnostním detektorem
	

SPLNĚNO
ANO / NE
	
Doložení technické specifikace

	
	Kapalinový chromatograf (UHPLC):
	
	Acquity I Class PLUS (str.23 - 27)

	
	Binární gradient s vysokotlakým mícháním mobilní fáze
	ANO
	str.23; Binary solvent manager, BSM

	
	Pracovní tlak čerpadla minimálně 1200 bar
	ANO
	str.23; Maximum operating pressure 18 000 psi ~ 1240 bar

	
	Rozsah průtoků min. 0,01- 2,0 ml/min
	ANO
	str.23; Operating flow rate range 0,001 to 2,000 ml/min.

	
	Lineární, konvexní a konkávní průběh gradientu
	ANO
	str.23; Gradient profiles, lineární, konvexní a konkávní průběh gradientu

	
	Minimální pracovní rozsah pH = 2 – 11
	ANO
	str.23; pH range 1 -12.5

	
	Vakuový degaser
	ANO
	str.23; (Solvent conditioning), integrovaný vacuový degaser - 4 komůry pro mobilní
fázi, 2 pro oplach

	
	Aktivní programovatelný oplach jehly
	ANO
	str.24; Injection needle wash - integrated, active, programmable

	
	Vestavěná čidla úniku kapaliny
	ANO
	str.23; Integrated leak management - leak sensors

	
	Kolonový termostat minimálně od + 20 °C do + 85 °C
	ANO
	str.25; CH-A: Column compartment temperature range, temperature settable range
+20.0 to +90.0 °C

	
	Kolonový termostat pro 1 kolonu o délce 15 cm
	ANO
	str.25; CH-A: Column capacity, 1 kolona o délce 150 mm

	
	Chlazený autosampler min. + 4°C až +35 °C
	ANO
	str.24; Sample compartment temperature range +4.0 to +40.0 °C

	
	Nástřik typu průtok jehlou
	ANO
	str.24 FTN, Flow-Through Needle (SM-FTN-I)

	
	Nástřik min. 0,1 µl až 10 µl
	ANO
	str.24; Injection volume range 0.1 to 10.0 µl standard

	
	Autosampler na min. 90 pozic pro 2 ml vialky
	ANO
	str.24; Maximum sample capacity - 2x48 2 ml vials = 96 vials, 2 ml

	
	Celkový systémový objem maximálně 100 ul
	ANO
	str.23; Dwell volume total system ≤100 µL

	
	Hmotnostní spektrometr typu trojitého kvadrupólu (LC-MS/MS)
	
	Xevo TQ Absolute XR (str. 28 - 264)

	
	Hmotnostní spektrometr typu trojitého kvadrupólu izolační ventil umožňující čištění iontového zdroje bez zrušení vakua
	ANO
	LC-MS/MS (typ trojitého kvadrupólu) Xevo TQ Absolute XR,	str. 28
vacuum isolation valve - čištění bez zrušení vakua

	
	Detektor založený na principu fotonásobiče uloženého mimo osu (off-axis) s dlouhou životností
	ANO
	str.29; detector, low noise, off-axis, fotonásobič, long life photomultiplier XDR detector

	
	Kombinovaná ESI a APCI sonda, tj. elektrosprej (ESI) a chemická ionizace (APCI) v jedné sondě
	ANO
	str.28; API sources 1) Multi-mode source - tool free ESI/APCI/ESCi sources

	
	Přepínání ESI a APCI během analýzy ≤ min. 20 ms
	ANO
	str.30; ESCi mode switching time - 20 ms between ESI and APCI

	
	Rozsah hmot minimálně 10-2000 m/z
	ANO
	str.30; mass range 2 to 2048 m/z

	
	Pozorovací čas („dwell time“) ≤ min. 1 ms
	ANO
	str.30; MRM acquisition rate: minimum dwell time of 1 ms per MRM channel

	
	Doba přechodu mezi jednotlivými kanály ≤ min. 1 ms
	ANO
	str.30; MRM acquisition rate: minimum inter-channel delay of 1 ms

	
	Lineární dynamický rozsah ≥ min. 5 řádů
	ANO
	str.30; Linearity of response: six orders

	
	Kolizní cela na principu CID (Collision-Induced Dissociation)
	ANO
	str.29,75-78; colizní cela T-Wave, s CID, str. 248-249; kolizní plyn Argon nebo dusík

	
	Rychlost skenování ≥ min. 20 000 Da/s
	ANO
	str.30; scan speed up to 20,000Da/s

	
	Rychlost přepínání polarity mezi positivním a negativním režimem během analýzy ≤ min. 4 ms
	ANO
	str.30; polarity switching time 4 ms between positive and negative ion modes

	
	Citlivost vyjádřená poměrem signálu k šumu min. S/N ≥ 6 500 000:1 při nástřiku 1 pg reserpinu na kolonu (průtok 0,8 ml/min, ESI+ režim, MRM přechod m/z 609-195)
	
ANO
	str.31; MRM sensitivity ESI+, signal to noise is greater than 6,500,000:1 (při nástřiku 1 pg reserpinu na kolonu, průtoku mobilní fáze 0,8 ml/min., v režimu ESI+, pro MRM
přechod m/z 609>195)

	
	Měřící režimy: full sken, sken produktů, sken prekurzorů, neutrální ztráta, kontinuální
monitoring
	ANO
	str.30; acquisition modes: full scan MS, product ion scan, precursor ion scan, neutral
loss scan, multiple reaction monitoring (MRM), RADAR

	
	Pozadí matrice během procesu kvantifikace
	ANO
	str.30; RADAR acquisition mode

	
	Automatické ladění a kontrola MS systému
	ANO
	str.29; system setup and method development: automated mass calibration/system
parameter checks and alerts

	
	Jedna turbomolekulární pumpa a jedna suchá vývěva
	ANO
	str.29; vacuum system: one splitflow turbomolecular pump, one vacuum backing
pump

	
	Hmotnostní spektrometr musí být plně kompatibilní se zdrojem DESI (MS zobrazovací technika z povrchu vzorku)
	ANO
	str 28; API sources 8) DESI XS MS imaging; str.38

	
	Iontový zdroj pro hmotnostně spektrometrické zobrazování
	
	iontový zdroj DESI XS (str. 41- 42)

	
	Prostorové rozlišení ≥ min. 20 um
	ANO
	str.41; spatial resolution 20 um

	
	Vyhřívaná transportní kapilára pro vstup iontů do MS
	ANO
	str.41; Sensitivity on Xevo TQ Absolute: with the heated transfer line/heated ion inlet,
str. 19, součástí položky 2, Target DESI option

	
	Řídící a vyhodnocovací jednotka včetně příslušenství a softwaru
	
	

	
	1x řídící počítač odpovídající nárokům na řízení UHPLC/MS QQQ a vyhodnocování dat, s monitorem min. 27“, OS
Windows 11
	ANO
	str. 19; položky 6, 12-13; 1xPC, 1x monitor, 1x OS Windows 11 - řídící a vyhodnocovací MassLynx (str. 37)

	
	1x jednotný software pro řízení a sběr dat UHPLC-MS QQQ
	ANO
	str.19, položka 6, jednotný software MassLynx pro řízení, sběr a procesování dat
(str.37)

	
	1x počítač pro zpracování a vyhodnocení dat z MS s monitorem min. 27“, OS Windows 11
	ANO
	str. 19, 20; položky 13, 15-20; 1x PC, 1x monitor, 1x OS Windows 11 - vyhodnocovací waters_connect (str. 37)

	
	1x vyhodnocovací software pro UHPLC-MS, 5x licence
	ANO
	str. 19,20; položky 6,15; 5x licence vyhodnocovací softwaru

	
	software pro zpracování a vizualizaci dat z MS zobrazování
	ANO
	str. 42 ACQUISITION AND PROCESSING SOFTWARE, Waters High Definition
Imaging (HDI™) Software - str. 19, součástí položky 2, Target DESI option

	
	Záruka za jakost a servis
	
	

	
	Záruka min. 24 měsíců
	ANO
	str. 19, položka 10 (FlexCHOICE - 24 měsíců záruka)

	
	Rychlost servisního zásahu v době záruky nejpozději do 5 pracovních dnů ode dne ohlášení závady návštěvou servisního
technika
	ANO
	Expert centrum, okamžitá odezva servisního technika, dojezd servisního technika na
místo do 5 pracovních dnů od ohlášení závady

	
	Jednotlivé vady v záruční době musí být odstraněny nejpozději do 30 pracovních dnů ode dne zahájení odstraňování vad,
nedohodnou-li se osoby oprávněné ve věcech technických za smluvní strany písemně jinak.
	ANO
	

	
	Dodavatel se po dobu záruky zavazuje k provádění bezplatného plného servisu odevzdaného zboží a aktualizací dodaného software. Náklady na provádění záručního plného servisu dodaného zboží tvoří součást nabídkové ceny Dodavatele.
	
ANO
	
str.19, položka 10, záruční servis; str.19, položky 7,18 - 2 roky softwarová aktualizace

	
	Podmínky uživatelské podpory
	ANO
	

	
	Úvodní školení obsluhy dodávaného zařízení vč. příslušenství v rozsahu min. 4 hodiny pro min. 1 osobu. Školení provede
odborně kvalifikovaný servisní technik/aplikační specialista
	ANO
	úvodní školení min. 4 hodiny, pro min. 1 osobu kvalifikovaným servisním technikem a
aplikačním specialistou na místě, po instalaci

	
	Odborně kvalifikovaní servisní technici, popř. aplikační specialisté provedou úvodní školení obsluhy
	ANO
	školení obsluhy zařízení a softwaru provede kvalifikovaný servisní technik a aplikační specialista na místě, po instalaci

	
	Všechna školení proběhnou v místě instalace zařízení, pokud nebude dohodnuto písemně jinak osobami oprávněnými jednat ve věcech technických za smluvní strany. Přesný termín školení musí být v dostatečném časovém předstihu
odsouhlasen osobou oprávněnou jednat za Zadavatele ve věcech technických.
	
ANO
	termín školení bude domluven s dostatečným časovým předstihem a bude provedeno na místě instalace zařízení

	
	V záruční době vzdálená servisní diagnostika a aplikační podpora v rámci celkové nabídkové ceny min. v pracovních dnech
od 9 do 16 hodin
	ANO
	expert centrum od 8:00 do 16:30 hod.

	
	Veškeré náklady spojené s výše uvedenými školeními (vč. pobytu servisního technika a aplikačního specialisty) hradí vybraný
Dodavatel
	ANO
	náklady spojené se školeními hradí dodavatel - Waters

	
	Dodací lhůta
	
	

	
	Dodací lhůta je max. 84 kalendářních dnů od nabytí účinnosti příslušné kupní smlouvy.
	ANO
	






[ INSTRUMENT SPECIFICATIONS ]






[bookmark: 051_Brožury_a_technické_specifikace]ACQUITY UPLC I-Class PLUS System (SM-FTN-I)
The Waters™ ACQUITY™ UPLC™ I-Class PLUS System’s holistic design is targeted for investigative analysis where maximized peak capacity, throughput, and sensitivity are critical and is perfectly suited for running any MS-based applications. The system is comprised of a Binary Solvent Manager (BSM) and a Sample Manager with Flow-Through Needle (SM-FTN-I); this configuration offers excellent carryover performance.

ACQUITY UPLC I-CLASS PLUS SYSTEM FEATURES (WITH SM-FTN-I)
Total system bandspread,† 5		≤9 µL (default configuration) Dwell volume (total system)†	≤100 µL (default configuration) Gradient delay volume†	≤80 µL
Integrated leak management	Leak sensors, as standard, and safe leak handling

System synchronization	Injection synchronization between both pumps and the sample manager enhances
retention time reproducibility

Operating flow rate range	0.001 to 2.000 mL/min, in 0.001 mL increments (firmware version 1.71 and later)

Maximum operating pressure	18,000 psi up to 1 mL/min, 12,000 psi up to 2 mL/min pH range†	1 to 12.5
Unattended operation	Leak sensors, full 96-hour diagnostic data display through console software Cycle time	≤15 s inject to inject, with load ahead enabled

BINARY SOLVENT MANAGER (BSM)
Number of solvents	Up to four, in combination of two, A1 or A2 and B1 or B2

Solvent conditioning	Integrated vacuum degassing, six lines with two allocated for the injector
needlewash/purge solvents

Gradient formation	High pressure mixing, binary gradient

Gradient profiles	11 gradient curves (including linear, step [2], concave [4], and convex [4])

Primary check valves	Intelligent Intake Valves (i²Valve)

Flow accuracy†	±1.0% of set flow rate at 0.500 mL/min, as per SystemsQT™

Flow precision†	≤0.075% RSD or 0.01 min SD, (0.2 to 2.0 mL/min), whichever is greater using premixed solvent

Composition ripple†	≤1.0 mAu

Composition precision†	≤0.15% RSD or ±0.01 min SD, whichever is greater Composition accuracy†	±0.5% absolute from 5% to 95%, 0.2 to 2.0 mL/min
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Pressure pulsation†	≤0.4% or 25 psi, whichever is greater Compressibility compensation	Automatic, no user intervention required Priming	Wet priming runs at a flow rate of 4 mL/min
Pump seal wash	Equipped with a programmable active wash system to flush the rear of the high pressure
seals and the plungers

Flow ramping	Automatic

Primary wetted materials	316L stainless steel, UHMWPE blend, MP35N, titanium alloy, gold, sapphire, ruby, zirconia, Nitronic 60, DLC, fluoropolymer, PEEK, PEEK blend

Mixing options	Standard: 50 µL
Optional: 100 µL and 380 µL



SAMPLE MANAGER-FTN (SM-FTN-I)
Injection volume range	0.1 to 10.0 µL as standard configuration
Up to 1000.0 µL with optional extension loop

Accuracy	±0.2 µL, measured by fluid weight removed from vial with 10.0 µL injections averaged over 20 injections using standard 100-µL syringe

Precision†	≤0.25%, 5 to 50µl

Linearity†	≥0.999

Maximum sample capacity	Any two of the following:
· 96 and 384 microtiter plates
· 48 position 2.00-mL vial plates
· 48 position 0.65-mL micro-centrifuge tube plates
· 24 position 1.50-mL micro-centrifuge tube plates

Sample compartment	4.0 to 40.0 °C, settable in 0.1 °C increments; maintains 19 °C below ambient with a temperature range	tolerance range between -2 and +4 °C

Temperature accuracy	±0.5 °C at sensor

Temperature stability	±1.0 °C at sensor

Sample manager heat time	≤30 min ambient-40 °C

Sample manager cool time	≤60 min ambient-4 °C

Injection needle wash	Integrated, active, programmable
Minimum sample required	3 µL residual, using Waters’ Total Recovery 2-mL Vials (zero offset) Sample carryover†	≤0.001% caffeine (UV)
≤0.001% sulphadimethoxine (MS)

Advanced sample	Auto-dilution and auto-addition manager capabilities

Primary wetted materials	316L stainless steel, polyimide, PEEK blend, DLC, PPS

[ INSTRUMENT SPECIFICATIONS ]
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2



COLUMN HEATERS (CH-A)
Column capacity	CH-A: Single column, up to 4.6 mm internal diameter (I.D.), up to 150 mm in length with
filter or guard column. Mounting extends out for use with MS-based detector

Fittings	18,000 psi, low dispersion, with reusable column inlet fittings

Column compartment	Settable from 20.0 to 90.0 °C, settable in 0.1 °C increments temperature range

Column compartment	±0.5 °C at sensor temperature accuracy
Column compartment	±0.3 °C at sensor temperature stability

Column compartment heat time	≤15 min ambient-60 °C

Solvent conditioning	Active pre-heating as standard; passive pre-heating (for legacy method support)

Column tracking	eCord™ Technology column information management tracks and archives column
usage history



COLUMN MANAGEMENT (CM-A)
Column capacity	CM-A: Two columns, as standard (maximum length of 150 mm with filter or guard column)
up to 4.6 mm internal diameter (I.D.)

Switching valves	Two nine-port, eight-position valves (CM-A only); provides programmable access
switching, waste and bypass positions for rapid solvent changeover

Column compartment(s)	4.0 to 90.0 °C, settable in 0.1 °C increments; two independent heat/cool zones temperature range

Column compartment(s)	±0.5 °C at sensor temperature accuracy
Column compartment(s)	±0.3 °C at sensor temperature stability

Column compartment heat time	≤15 min ambient-60 °C Column compartment cool time	≤15 min 60–20 °C
Solvent conditioning	Active pre-heating as standard; passive pre-heating (for legacy method support) Fittings	18,000 psi, low dispersion, with reusable column inlet fittings
Column tracking	eCord Technology column information management tracks and archives column
usage history

2D support	Optional




SAMPLE ORGANIZER
Sample plate capacity	Sample plate capacity is configured based on the types and combinations of plates
being used:
· Maximum of 19 standard microtiter plates, up to 15.5 mm high, or
· Maximum of 9 intermediate height plates (or 2-mL vial holders), up to 40.0 mm high, or
· Maximum of 6 deep well plates (or 4-mL vial holders), up to 47.0 mm high Maximum sample capacity	Maximum of 7296 samples in nineteen 384-well plates
Sample compartment	4.0 to 40.0 °C, settable in 0.1 °C increments with a tolerance range between -2 and +4 °C temperature range
Temperature accuracy	±1 °C at the sensor

Temperature stability	±1 °C at the sensor



BASED INSTRUMENTAL CONTROL
External control	Empower™ Software, MassLynx™ Software, UNIFI™ Scientific Information System, or standalone through console software

External communications	Ethernet interfacing via RJ45 connection to host PC Event inputs/outputs	Rear panel contact closure and/or TTL inputs/outputs
Connections INSIGHT™	Provides real-time monitoring and automatic notification of instrument performance
and diagnostic information, allowing for quicker problem resolution



ENVIRONMENTAL SPECIFICATIONS
Acoustic noise	≤62 dBA, system

Humidity operating	20% to 80%, non-condensing

Operating temperature range	4 to 40 °C



ELECTRICAL SPECIFICATIONS
Power requirements	100 to 240 VAC

Line frequency	50 to 60 Hz

Power consumption	BSM: 360 VAC FTN: 400 VAC
CM-A: 400 VAC




	PHYSICAL SPECIFICATIONS
	

	ACQUITY UPLC I-Class PLUS System:
	Width:
	34.3 cm (13.5 in.)

	BSM, SM-FTN-I, and CH-A
	Height:
	71.1 cm (28.0 in.)

	
	Depth:
	71.2 cm (28.0 in.)

	ACQUITY UPLC I-Class PLUS System:
	Width:
	34.3 cm (13.5 in.)

	BSM, SM-FTN-I, and CM-A
	Height:
	79.6 cm (31.4 in.)

	
	Depth:
	71.2 cm (28.0 in.)

	Sample Organizer
	Width:
	25.4 cm (10.0 in.)

	
	Height:
	96.5 cm (38.0 in.)

	
	Depth:
	71.1 cm (28.0 in.)



† For specific test conditions, contact your Waters sales representative.


































[ INSTRUMENT SPECIFICATIONS ]




[image: ]

Waters, The Science of What’s Possible, ACQUITY, UPLC, eCord, Empower, MassLynx, SystemsQT, UNIFI, and Connections INSIGHT are trademarks of Waters Corporation. All other trademarks are the property of their respective owners.

©2018 Waters Corporation. Produced in the U.S.A. April 2018 720006149EN LM-PDF

Waters Corporation
34 Maple Street
Milford, MA 01757 U.S.A. T: 1 508 478 2000
F: 1 508 872 1990
www.waters.com


[ SPECIFICATIONS SHEET ]




Xevo TQ Absolute XR Mass Spectrometer
The Xevo™ Instrument TQ Absolute XR Mass Spectrometer is an ultimate performance benchtop tandem quadrupole instrument which combines Absolute Power with eXtreme Robustness to quantitate your most challenging compounds and make fast decisions. It features the StepWave™ XR Ion Guide which protects downstream ion optics from contamination and significantly improves instrument robustness while maintaining maximum sensitivity and speed. It also has an Xtended Dynamic Range photomultiplier detector ensuring optimum performance in both positive and negative ionizing modes while maintaining excellent linear dynamic range and does not typically require gain adjustment or replacement during the lifetime of the instrument. The Xevo
TQ Absolute XR Mass Spectrometer also allows you to achieve improved environmental sustainability and lower your laboratory operational costs with an instrument that uses approximately 50% less electricity and gas and produces 50% less heat than most other high performance TQ mass spectrometry instruments on the market.


SYSTEM HARDWARE SPECIFICATIONS
API sources and ionization modes	High performance ZSpray™ Dual-Orthogonal API Sources:
1) Multi-mode source – tool free ESI/APCI/ESCi™ Sources* (standard) NB – Dedicated APCI requires an additional probe (optional)
2) UniSpray™ Ion Source (optional)
3) Tool-free APCI probe (optional)
4) nanoFlow™ ESI Source* (optional)
5) ASAP* (optional)
6) APGC™ Ion Source* (optional)
7) ionKey™ Source* (optional)
8) DESI XS Targeted MS imaging Source* (optional)
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* Not available with waters_connect™ Software.

Optimized gas flow dynamics for efficient ESI desolvation (supporting LC flow rates up to 2 mL/min)
Tool-free source exchange Vacuum isolation valve
Tool-free access to user serviceable elements Plug-and-play probes
De-clustering cone gas
Software control of gas flows and heating elements



UniSpray ion source option	UniSpray is an ionization technique designed to broaden the scope of compounds which
can be analyzed in a single run, including those which typically optimize in ESI, APCI or APPI. Enhanced ionization efficiency and desolvation allow the potential to combine several methodologies into one, or simply enable the operator to keep the same source for multiple methods, requiring less time performing set-up and routine maintenance, and more time delivering results.
Ion source transfer optics	StepWave XR Ion Guide delivering class leading UPLC-MS/MS sensitivity.
The new slotted bandpass ion guide automatically removes higher mass contaminants whilst maintaining maximum sensitivity and speed.
The unique off-axis design dramatically increases the efficiency of ion transfer from the ion source to the quadrupole MS analyzer at the same time as actively eliminating undesirable neutral contaminants.
Mass analyzer	Two high-resolution, high-stability quadrupole analyzers (MS1/MS2), plus pre-filters to maximize resolution and transmission while preventing contamination of the main analyzers.

Collision cell	T-Wave™ Ion Guide enabled for optimal MS/MS performance at high data acquisition rates; Software programmable gas control.
Detector	Low-noise, off-axis, long-life photomultiplier XDR Detector

Vacuum system	One splitflow turbomolecular pump One vacuum backing pump

Dimensions	Width:  43.0 cm (16.9 in.)
Height:  79.0 cm (31.1 in.)
Depth: 96.0 cm (37.8 in.) Regulatory approvals/marks	CE, CB, NRTL (CAN/US), RCM

SYSTEM SOFTWARE SPECIFICATIONS
Software	Systems supported on waters_connect and MassLynx™ Software version 4.2 or later

System setup and	System parameter checks and alerts
method development	Integrated sample/calibrant delivery system + programmable divert valve
Automated mass calibration Automated sample tuning
Automated MRM method development
UHPLC-MS/MS System Check – on-column performance test

Automated MRM scheduling	Dwell time, inter-channel delay time and inter-scan delay time for individual channels (acquisition rate assignment)	in a Multiple MRM experiment can be automatically assigned (using the Auto-Dwell
feature) to ensure that the optimal number of MRM data points per chromatographic peak are acquired. The Auto-Dwell feature dynamically optimizes MRM cycle times to accommodate retention time windows that overlap. This greatly simplifies MRM method creation, irrespective of the number of compounds in a single assay, while at the same time ensuring the very best quantitative performance for every experiment.
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Xevo TQ Absolute XR Instrument Specifications
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waters_connect Software	The waters_connect Software provides a modern user experience with a HUB design
and apps that provide a consistent connected user experience across all applications. It is built for applications with convenient access to scientific apps allowing accelerated time-to-results and result quality. There are common utilities that complete the end-to-end workflow and help increase productivity and efficiency. Confidently report results with accurate, reliable, regulation-standard data from application-focused quantitative workflows with built in traceability for utmost integrity


PERFORMANCE SPECIFICATIONS
Acquisition modes	Full scan MS Product ion scan Precursor ion scan
Constant neutral loss scan
Multiple reaction monitoring (MRM)
Simultaneous full scan and MRM (RADAR™ Acquisition Mode)

RADAR Acquisition Mode	An information rich acquisition approach that allows you to collect highly specific
quantitative data for target compounds while providing the ability to visualize all other components.
Mass range	2 to 2048 m/z

Scan speed	Up to 20,000 Da/s
Examples of achievable acquisition rates:
20 scans per second (m/z 50 to 1000)
40 scans per second (m/z 50 to 500)

Mass stability	Mass assignment will be within +/-0.05 Da over a 24 hour period (the instrument must be operated in conformance with the laboratory environmental guidelines given in the Xevo TQ Absolute XR site preparation guide).

Linearity of response	The linearity of response relative to sample concentration, for a specified compound,
is six orders of magnitude from the limit of detection.

Polarity switching time	4 ms to switch between positive and negative ion modes MS to MS/MS switching time	3 ms
ESCi mode switching time	20 ms to switch between ESI and APCI*

MRM acquisition rate	Maximum acquisition rate of 500 MRM data points per second
Minimum dwell time of 1 ms per MRM channel Minimum inter-channel delay of 1 ms
Inter-channel cross talk	The inter-channel cross talk between two MRM transitions, acquired using an MRM
dwell time of 1 ms and an inter-channel delay time of 1 ms, is less than 0.001%.

Number of MRM channels	Over 32,000 MRM channels can be monitored in a single acquisition.

Mass resolution	Automatically adjusted to desired resolution (0.50 Da, 0.75 Da or 1.00 Da FWHM)

* Not available with waters_connect Software.




MRM sensitivity (ESI+)	A 1 pg on-column injection of reserpine will give a chromatographic signal-to-noise
greater than 6,500,000:1, using raw unsmoothed data (Gradient separation, LC mobile phase flow rate of 0.8 mL/min, MRM transition m/z 609 > 195). The Instrument Detection Limit (IDL) from ten replicate injections has been calculated to be less than 0.3 fg reserpine
MRM sensitivity (ESI-)	A 1 pg on-column injection of chloramphenicol will give a chromatographic signal-to-noise
greater than 6,500,000:1, using raw unsmoothed data (Gradient separation, LC mobile phase flow rate of 0.8 mL/min, MRM transition m/z 321 > 152).
The Instrument Detection Limit (IDL) from ten replicate injections has been calculated to be less than 0.3 fg chloramphenicol

It should be noted that the above are not standard installation specifications. All Xevo TQ Absolute XR Instruments will be installed and tested in accordance with standard commissioning tests as detailed in Waters document (Xevo TQ Absolute XR Instrument Installation Checklist). Performance specifications given in this document and installation test criteria are routinely reviewed to ensure quality is maintained and are therefore subject to change without notice. See Site Preparation Guide and Product Release Notes for additional product and specification information.

For patent information, please see waters.com/patents
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[image: ]DESI XS with High-Performance Sprayer and Heated Transfer Line
DESI™ XS is designed to deliver a fully integrated source with improved reliability, and simplicity, with innovation in mind. DESI XS provides accessible discovery MS Imaging across the Waters HRMS portfolio as well as targeted MS Imaging on the Xevo TQ Absolute. DESI XS MS Imaging is a flexible solution and ensures a consistent, high level of performance to all imaging customers. The high-performance sprayer and heated transfer line deliver a significant enhancements in usability, robustness, sensitivity, spatial resolution and speed

PERFORMANCE SPECIFICATIONS
DESI XS is deployable across the Waters portfolio, including SELECT SERIES™ MRT, SELECT SERIES Cyclic™ IMS, SYNAPT™ XS, Xevo™ G3 QTof and Xevo™ TQ Absolute

Sensitivity on SYNAPT XS	With the heated transfer line at ambient temperature, the summed extracted ion
chromatogram of the peaks at 678 m/z and 700 m/z from a 10 ng spot of 1, 2-dimyristoylsn-glycero-3-phosphocholine scanned at 200 µm/s will have a maximum intensity of
3000 counts, with the instrument tuned for 25,000 resolution (as demonstrated on bovine insulin) and using 98:2 methanol/water + 0.01% formic acid as a DESI solvent at 2 µL/min
Sensitivity on Xevo G3 QTof	With the heated transfer line at ambient temperature, the summed extracted ion
chromatogram of the peaks at 678 m/z and 700 m/z from a 10 ng spot of
1, 2-dimyristoylsn-glycero-3-phosphocholine scanned at 200 µm/s will have a maximum intensity of 12000 counts, with the instrument tuned for 25,000 resolution (as demonstrated on bovine insulin) and using 98:2 methanol/water + 0.01% formic acid as a DESI solvent at 2 µL/min
Sensitivity on Xevo TQ Absolute	With the heated transfer line at 450oC, the extracted ion chromatogram of the 184 m/z
fragment from a 10 ng spot of 1, 2-dimyristoylsn-glycero-3-phosphocholine (at 678 m/z) scanned at 200 µm/s will have a maximum intensity of 5 x 106, with the instrument tuned for unit mass resolution (0.7 Da) and using 98:2 methanol/water + 0.01% formic acid as a DESI solvent at 2 µL/min
Spatial resolution*	20 µm


HARDWARE SPECIFICATIONS
Stage speed	10 µm/s–15 mm/s

Stage step size	2.5 µm

X axis max. travel	125 mm

Y axis max. travel	75 mm

No. of slides	2 standard microscope slides (76 x 26 mm) or 1 large microtitre footprint slide (128 x 85 mm)
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Source housing	Partially sealed housing to increase environmental stability and reduce atmospheric interference during the sample analysis, compared to an open DESI source. It offers a secure environment for both the user and the sample, providing a potential barrier from solvent vapors and sample aerosols while protecting the sample under analysis from contamination
Sprayer visualization	The source provides a camera for viewing of the DESI sprayer and the sample from the
side plane. This helps the user to locate the optimal spraying position for the DESI analysis more easily
Sprayer armature	Precision manufactured with a spring-loaded arm encompassing caged roller bearings
to give precision and durability for large scale acquisitions

Stepper motor stage	Designed to utilize different holders, enabling examination of a wide range of specimen
types. Its unique S curve acceleration algorithm allows fast, smooth positioning without vibration, reducing disruption to samples and promising focused, consistent imaging, all within a flexible and robust design
Gas handling	The source boasts integrated electronics and gas handling. Gases and voltages are automatically shut off at the end of the analysis. This is environmentally friendly and also saves on the cost of MS imaging consumables and prolongs the life of the DESI sprayer


COMPATIBLE MASS SPECTROMETERS
· SELECT SERIES MRT

· SELECT SERIES Cyclic IMS

· SYNAPT XS

· Xevo G3 QTof

· Xevo TQ Absolute


ACQUISITION AND PROCESSING SOFTWARE
Waters High Definition Imaging (HDI™) Software is an intuitively designed platform that simplifies and streamlines the mass spectral imaging workflow.
· Allows full integration of multimodal imaging experiments DESI and MALDI
· Contains the data acquisition, data analysis, and statistical tools required for rapid and effective data interrogation
· Intuitive workflow
· Image integrity and clarity
· Efficient organization and data management
· Sequential sample acquisition for accelerated throughput
· Plug-in manager enables custom plug-ins to be built for specific needs
· Dedicated targeted MS Imaging workflow for enhanced sensitivity and selectivity

*Please note that this data has been provided for illustration purposes. All DESI XS sources will be installed and tested in accordance with Waters Standard Performance Tests. In presenting these data no agreement is inferred by Waters to perform any additional non-standard performance tests during the installation.
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[bookmark: General_information]General information

[bookmark: Audience_and_purpose]Audience and purpose

This guide is for operators of varying levels of experience. It gives an overview of the device and explains how to prepare it for operation, change its modes of operation, and maintain it.


[bookmark: Copyright_notice]Copyright notice

© 2025 WATERS CORPORATION. THIS DOCUMENT OR PARTS THEREOF MAY NOT BE REPRODUCED IN ANY FORM WITHOUT THE WRITTEN PERMISSION OF THE PUBLISHER.
The information in this document is subject to change without notice and should not be construed as a commitment by Waters Corporation. Waters Corporation assumes no responsibility for
any errors that may appear in this document. This document is believed to be complete and accurate at the time of publication. In no event shall Waters Corporation be liable for incidental or consequential damages in connection with, or arising from, its use. For the most recent revision of this document, consult the Waters website (www.waters.com).


[bookmark: Trademarks]Trademarks

ACQUITY™ is a trademark of Waters Technologies Corporation. DART® is a registered trademark of ionSense Inc.
ESCi™ is a trademark of Waters Technologies Corporation. Edwards™ is a trademark of Edwards Limited.
GELoader® is a registered trademark of Eppendorf-Netheler-Hinz GmbH. iKey™ is a trademark of Waters Technologies Corporation.
IntelliStart™ is a trademark of Waters Technologies Corporation. ionKey™ is a trademark of Waters Technologies Corporation.
LDTD™ is a trademark of Phytronix Technologies Inc. MassLynx™ is a trademark of Waters Technologies Corporation. Nano LC™ is a trademark of Waters Technologies Corporation. NanoFlow™ is a trademark of Waters Technologies Corporation. OpenLynx™ is a trademark of Waters Technologies Corporation.
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PEEKsil™ is a trademark of SGE Analytical Science Pty Ltd. StepWave™ is a trademark of Waters Technologies Corporation. Swagelok® is a registered trademark of Swagelok Company.
T-Wave™ is a trademark of Waters Technologies Corporation. TargetLynx™ is a trademark of Waters Technologies Corporation.
TriVersa NanoMate LESA® is a registered trademark of Advion BioSciences, Inc. UNIFI™ is a trademark of Waters Technologies Corporation.
UniSpray™ is a trademark of Waters Technologies Corporation. UPLC™ is a trademark of Waters Technologies Corporation.
UltraPerformance LC™ System is a trademark of Waters Technologies Corporation. Viton® is a registered trademark of DuPont Performance Elastomers LLC. Waters™ is a trademark of Waters Technologies Corporation.
waters_connect™ is a trademark of Waters Technologies Corporation. Xevo™ is a trademark of Waters Technologies Corporation.
ZSpray™ is a trademark of Waters Technologies Corporation. All other trademarks are property of their respective owners.


[bookmark: Customer_comments]Customer comments

We seriously consider every customer comment we receive. Help us better understand what you expect from our documentation so that we can continuously improve its accuracy and usability. To report any errors that you encounter in this document or to suggest ideas for otherwise improving it, reach us at tech_comm@waters.com.


[bookmark: Contacting_Waters]Contacting Waters

Contact Waters with technical questions regarding the use, transportation, removal, or disposal of any Waters product. You can reach us through the Internet, telephone, or conventional mail.

	Contact method
	Information

	www.waters.com
	The Waters website includes contact information for Waters locations worldwide.

	iRequest
	iRequest is a secure Web service form that allows you to request support and service for Waters instruments and software or to
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	Contact method
	Information

	
	schedule a planned service activity. These types of support and services may be included as part of your maintenance or support plan
or your active license subscription. You may be charged for the requested service if you do not have appropriate plan coverage for your product.
Note: In areas managed by authorized distributors, iRequest may not be available. Contact your local distributor for more information.

	Local office contact information
	For worldwide locations, telephone and conventional mail information is available at the Local Offices website.

	Corporate contact information
	Waters Corporation 34 Maple Street
Milford, MA 01757 USA
From the USA or Canada, phone 800-252-4752.



[bookmark: Additional_resources]Additional resources
Waters provides the following additional resources to ensure your continued success with its products.
Knowledge base: Obtain quick answers to your troubleshooting questions. Access support articles on Waters instrumentation, informatics, and chemistry.
Customer education: Waters Educational Services is the leading training organization empowering scientists to maximize their skills in UPLC, HPLC, LC-MS, and data management.
Application notes: View our online digital library of application notes for advanced analytical technologies including chromatography, mass spectrometry, columns and sample preparation, and data management software, demonstrating impactful scientific and operational benefits.
How-to video library: View/download the latest product how-to videos. Service parts and kits: Identify and order parts and kits.
Note: You must sign in to waters.com to complete the purchase.
Product selection tools and resources: A collection of wizards that help you pick the correct chemistry consumables to meet your separation requirements, including vials, plates, filters, column selectivity charts, and more.
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[bookmark: Intended_use_of_the_device]Intended use of the device

Waters designed the Xevo TQ Absolute XR mass spectrometer for use as a research tool to accurately, reproducibly, and robustly quantify target compounds present at the lowest possible levels in highly complex sample matrices. It is not for use in diagnostic procedures.


[bookmark: Calibrating]Calibrating

To calibrate LC systems, adopt acceptable calibration methods using at least five standards to generate a standard curve. The concentration range for standards must include the entire range of QC samples, typical specimens, and atypical specimens.
When calibrating mass spectrometers, consult the instrument’s online Help system for calibration instructions.


[bookmark: Quality_control]Quality control

Routinely run three QC samples that represent subnormal, normal, and above-normal levels of a compound. If sample trays are the same or very similar, vary the location of the QC samples in the trays. Ensure that QC sample results fall within an acceptable range, and evaluate precision from day to day and run to run. Data collected when QC samples are out of range might not be valid. Do not report these data until you are certain that the instrument performs satisfactorily.


[bookmark: EMC_considerations]EMC considerations


[bookmark: FCC_radiation_emissions_notice]FCC radiation emissions notice
Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment. This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.

[bookmark: Canada_spectrum_management_emissions_not]Canada spectrum management emissions notice
This class A digital product apparatus complies with Canadian ICES-001. Cet appareil numérique de la classe A est conforme à la norme NMB-001.
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[bookmark: ISM_classification:_ISM_group_1_class_A]ISM classification: ISM group 1 class A
This classification was assigned in accordance with CISPR 11 Industrial Scientific and Medical (ISM) instruments requirements.
Group 1 products apply to intentionally generated and/or used conductively coupled radio-frequency energy that is necessary for the internal functioning of the equipment.
Class A products are suitable for use in all establishments other than residential locations and those directly connected to a low-voltage power supply network supplying a building for domestic purposes.
There may be potential difficulties in ensuring electromagnetic compatibility in other environments due to conducted and radiated disturbances.
This equipment complies with the emission and immunity requirements described in the relevant parts of IEC/EN 61326: Electrical equipment for measurement, control, and laboratory use — EMC requirements.

[bookmark: EMC_emissions]EMC emissions
Do not use the equipment in close proximity to sources of strong electromagnetic radiation (for example, unshielded intentional RF sources). The radiation can interfere with the equipment’s proper operation.


[bookmark: Manufacturer_information]Manufacturer information

Legal manufacturer:

	
[image: ]
	Waters Corporation 34 Maple Street
Milford, MA 01757 USA





[bookmark: Safety_considerations]Safety considerations

Some reagents and samples used with Waters instruments and devices can pose chemical, biological, or radiological hazards (or any combination thereof). You must know the potentially hazardous effects of all substances you work with. Always follow good laboratory practices and consult your organization’s standard operating procedures as well as your local requirements for safety.
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[bookmark: Applicable_symbols]Applicable symbols
The following symbols can be present on the device, system, or packaging.

	Symbol
	Definition

	
[image: ]
	Manufacturer

	

	Date of manufacture

	
 
	Confirms that a manufactured product complies with all applicable European Community directives

	

	UK Conformity Assessed marking confirms that a manufactured product is in conformity with the applicable requirements for products sold within Great Britain

	

	Australia EMC compliant

	

	Confirms that a manufactured product complies with all applicable United States and Canadian safety requirements

	
	Confirms that a manufactured product complies with all applicable United States and Canadian safety requirements

	
[image: ]
	
	

	
	

	

	Environmentally friendly use period (China RoHS): indicates the number of years from the date of manufacture until the product, or components within the product, are likely to be discarded or degrade into the environment

	
[image: ]
	ACT (Accountability, Consistency, and Transparency) is an environmental impact factor label that provides third-party verification of the sustainable impacts of a life science lab product, its operations, and its end of life.

	
[image: ]
	Consult instructions for use

	

	Alternating current

	



	Electrical and electronic equipment with this symbol may contain hazardous substances and should not be disposed of as general waste




May 22, 2025, 715009761 Ver. 00
Page vii

	Symbol
	Definition

	
	For compliance with Waste Electrical and Electronic Equipment legislation, contact Waters Corporation for the correct disposal and recycling instructions

	

	For indoor use only

	

	No pushing

	LC
	Do not connect to an LC system

	

10kg max
	Indicates the maximum load you can place on that item (for example, 10kg)

	
[image: ]
	Indicates that the part can be cleaned in an ultrasonic bath

	
	Serial number

	
	
[image: ]
	
	

	
	

	
	Part number, catalog number

	
	REF
	
	

	
	



[bookmark: Safety_hazard_symbol_notice]Safety hazard symbol notice
The [image: ] symbol indicates a potential hazard. Consult the documentation for important information about the hazard and the appropriate measures to prevent and control the hazard.

[bookmark: Electrical_power_safety_notice]Electrical power safety notice
Do not position the device so that it is difficult to disconnect the power cord.


[bookmark: Equipment_misuse_notice]Equipment misuse notice
If equipment is used in a manner not specified by its manufacturer, the protection provided by the equipment may be impaired.
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[bookmark: Considerations_specific_to_the_device]Considerations specific to the device

[bookmark: Power_cord_replacement_hazard]Power cord replacement hazard
Warning: To avoid electric shock, observe these precautions:
· The power cord functions as the safety disconnect device. Position the equipment so that you can reach the power cord easily.
· Use SVT-type power cords in the United States and HAR-type power cords, or better, in Europe. For requirements elsewhere, contact your local Waters representative.
· Do not replace power cords with inadequately rated power cords. Use only approved power supply cords.
· Inspect the power cords for damage and replace them if necessary.
· Power-off and unplug a system module or stand-alone device before performing any maintenance operation on it.

[bookmark: Contamination_hazard]Contamination hazard
[image: ]
Warning: To avoid personal contamination with biologically hazardous, toxic, and corrosive materials, wear chemical-resistant, powder-free gloves and protective eyewear when performing the procedures in this guide.

[bookmark: Solvent_leakage_hazard]Solvent leakage hazard
The source exhaust system is designed to be robust and leak-tight. Waters recommends that you perform a hazard analysis, assuming a maximum leak into the laboratory atmosphere of 10% LC eluate.
[image: ]
Warning: To avoid exposure to toxic substances and biohazards from O-ring leaks in the source exhaust system, observe these precautions:
· Replace the source O-rings at intervals not exceeding one year. You may need to replace the O-rings more frequently depending on your applications and the solvents you use.
· Prevent chemical degradation of the source O-rings, which can withstand exposure only to certain solvents, by determining whether any solvents you use are chemically compatible with the composition of the O-rings.
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[bookmark: Asphyxiation_hazard]Asphyxiation hazard
Warning: To avoid risk of asphyxiation, ensure that the laboratory is adequately ventilated.

[bookmark: Bottle_placement_prohibition]Bottle placement prohibition

Warning: To avoid injury from electrical shock, fire, broken glass, falling objects, or exposure to toxic substances, and to avoid damage to the equipment, follow these guidelines:
· Do not expose the workstation or ancillary equipment to dripping or splashing liquids.
· Do not place objects filled with liquid, such as solvent bottles, on top of the workstation or ancillary equipment.
· Place bottles in the bottle tray, which serves as a secondary containment in the event of spills.

[bookmark: Spilled_solvents_hazard]Spilled solvents hazard
Prohibited: To avoid equipment damage caused by spilled solvent, do not place reservoir bottles directly atop an instrument or device or on its front ledge. Instead, place the bottles in the bottle tray, which serves as secondary containment in the event of spills.
Warning: On devices that have an exhaust trap bottle: To avoid risk of contact with spilled solvents, do not allow the source exhaust trap bottle to overfill with solvent.

[bookmark: Flammable_solvents_hazard]Flammable solvents hazard
Warning: To prevent the ignition of flammable solvent vapors in the enclosed space of a mass spectrometer’s ion source, ensure that these conditions are met:
· Nitrogen flows continuously through the source.
· You have installed a gas-fail device to interrupt the flow of LC solvent should the nitrogen supply fail.
· The nitrogen supply pressure does not fall below 400 kPa (4 bar, 58 psi) during an analysis requiring the use of flammable solvents.

[bookmark: Glass_breakage_hazard]Glass breakage hazard

Warning: To avoid injuries from broken glass, falling objects, or exposure to biologically hazardous, toxic, or corrosive substances, never place containers on top of the instrument or on its front covers.
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[bookmark: High-temperature_hazard]High-temperature hazard
Warning: To avoid burn injuries, avoid touching the listed components when operating or maintaining the instrument.

[bookmark: Hazards_associated_with_removing_an_inst]Hazards associated with removing an instrument from service
[image: ]
Warning: To avoid personal contamination with biologically hazardous, toxic, and corrosive materials, wear chemical-resistant, powder-free gloves and protective eyewear when performing this procedure.
[image: ]Warning: To avoid puncture injuries, handle sample needles, syringes, fused silica lines, and borosilicate tips with extreme care.
Warning: To avoid eye injury from broken fused silica lines, use eye protection when performing this procedure.
When you remove the instrument from use to repair or dispose of it, you must decontaminate all of its vacuum areas. These are the areas in which you can expect to encounter the highest levels of contamination:
· Source interior
· Waste tubing
· Exhaust system
· Rotary pump oil (where applicable)
The need to decontaminate other vacuum areas of the instrument depends on the kinds of samples the instrument analyzed and their levels of concentration. Do not dispose of the instrument or return it to Waters for repair until the authority responsible for approving its removal from the premises specifies the extent of decontamination required and the level of residual contamination permissible. That authority must also prescribe the method of decontamination to be used and the appropriate protection for personnel undertaking the decontamination process.
You must handle items such as syringes, fused silica lines, and borosilicate tips used to carry sample into the source area in accordance with laboratory procedures for contaminated vessels and sharps. To avoid contamination by carcinogens, toxic substances, or biohazards, you must wear chemical-resistant gloves when handling or disposing of used oil.


[bookmark: Safe_disposal]Safe disposal

Contact recycling@waters.com with any questions or concerns regarding proper handling or disposal.
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Dispose of Waters instrumentation products in accordance with applicable requirements and best practices as described below.
· Follow appropriate procedures for flushing the instrument’s fluid paths of any hazardous samples or solvents.
· Waters instruments are subject to European Union’s Waste Electrical and Electronic Equipment (WEEE) and Restriction of Hazardous Substances (RoHS) Directives. According to these directives, do not dispose of instruments in the general waste stream. Similar “e-waste” laws also apply in other jurisdictions. In all cases, ensure that a certified electronics recycler processes end-of-life instruments. Under the WEEE Directive and implementing regulations, when customers buy new electrical and electronic equipment from Waters they are entitled to:
· Return old equipment for recycling on a one-for-one, like-for-like basis (this varies depending on the country).
· Return the new equipment for recycling when it ultimately becomes waste. For details on regional arrangements, see EU WEEE Compliance.
· Some Waters instruments use batteries, mercury-containing lamps, or other replaceable components during the life span of the instrument. Handle such materials in accordance with local laws governing their processing and safe disposal.


[bookmark: Safety_advisories]Safety advisories

Consult the "Safety advisories" appendix in this publication for a comprehensive list of warning advisories and notices.
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