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Kupní smlouva
[bookmark: bookmark2][bookmark: bookmark3]Národní centrum zemědělského a potravinářského výzkumu, v. v. i.
se sídlem:	Drnovská 507/73, 161 00 Praha 6 - Ruzyně
IČO:	00027006
DIČ:	CZ00027006
zapsaná v:	rejstříku veřejných	výzkumných	institucí vedeném Ministerstvem školství, mládeže
a tělovýchovy ČR
zastoupena:	Ing. Jibanem Kumarem, Ph.D., ředitelem
(dále jen „kupující“)
a
BioTech a.s.
se sídlem:	Kramolínská 955,	199	00 Praha 9
IČO:	25664018
DIČ:	CZ25664018
zapsaná v:	obchodním rejstříku sp.zn. B 5335 vedená u Městského soudu v Praze
zastoupena:	RNDr. Petrem Kvapilem,	členem	správní rady
(dále jen „prodávající“)
[bookmark: bookmark4][bookmark: bookmark5]Preambule
Tato smlouva je uzavřena k realizaci objednatelem vyhlášené veřejné zakázky s názvem:
Investice č. 26/26 Nákup Box na aklimatizaci in vitro regenerantů
I.
Předmět koupě
1.1 Prodávající je vlastníkem movité věci „Box na aklimatizaci in vitro regenerantů“, jejíž podrobná specifikace je uvedena v nabídce prodávajícího, která tvoří přílohu č. 1 této smlouvy.
1.2 Prodávající prohlašuje, že předmět koupě je nový, nepoužitý a prostý jakýchkoliv vad, a splňuje veškeré požadavky a rozsah stanovený v příloze č. 2 této smlouvy - technická specifikace.
1.3 Prodávající prohlašuje, že předmět koupě má veškeré vlastnosti obsažené v nabídce prodávajícího učiněné v rámci veřejné zakázky, která tvoří přílohu č. 1.

[bookmark: bookmark6][bookmark: bookmark7]II.
Předmět smlouvy
2.1 Prodávající prodává kupujícímu předmět koupě, kupující jej do svého vlastnictví přijímá a zavazuje se za něj zaplatit prodávajícímu kupní cenu ve výši a za podmínek stanovených dále touto smlouvou.
2.2 Vlastnictví k předmětu koupě přechází na kupujícího okamžikem převzetí v místě plnění.
2.3 Zároveň prodávající převádí či uděluje kupujícímu veškerá práva, která jsou potřebná pro neomezené a nerušené užívání předmětu koupě (software, jiné licence).
III.
Termín, místo a způsob plnění
3.1 Prodávající se zavazuje předmět koupě dodat a předat kupujícímu nejpozději do 20 týdnů od uzavření smlouvy.
3.2 Prodávající se zavazuje dodat, instalovat a plně zprovoznit předmět koupě na kupujícím určeném místě v areálu kupujícího:
[bookmark: bookmark8][bookmark: bookmark9]Na adrese: Drnovská 507/73, 161 00 Praha 6 - Ruzyně
kontaktní osoba: 
mob.: +420 
email: 
Prodávající se zavazuje informovat příslušnou kontaktní osobu kupujícího o přesném termínu předání zboží nejméně 5 pracovních dnů před termínem dodávky.
3.3 Prodávající se zavazuje v místě dodávky:
3.3.1 uvést předmět koupě do provozu a provést zkušební provoz v přítomnosti kontaktní osoby kupujícího;
3.3.2 předat kupujícímu veškeré doklady o provedení předepsaných zkoušek, atestech, certifikáty, prohlášení o shodě, návody, manuály a další dokumenty potřebné pro provoz předmětu koupě, a to v českém jazyce;
3.3.3 zaškolit obsluhu v rozsahu nezbytném pro řádné užívání předmětu koupě.
3.4 Kupující není povinen převzít předmět koupě nebo kteroukoliv jeho část v případě, že jakkoli neodpovídá sjednanému předmětu koupě.
IV.
Kupní cena
4.1 Za veškeré dodávky a služby dle této smlouvy se kupující zavazuje uhradit prodávajícímu celkovou kupní cenu ve výši
cena bez DPH518000,00Kč
21 %
108780,00Kč
626780,00Kč

sazba DPH
DPH
cena včetně DPH
4.2 Nárok na zaplacení kupní ceny vzniká nejdříve po úplném dodání a zprovoznění předmětu koupě a zaškolení obsluhy. Kupní cena je splatná v jedné splátce dle faktury vystavené prodávajícím. Faktura je splatná nejdříve ve lhůtě 30 dnů od doručení bezvadné faktury kupujícímu. Nedílnou součástí faktury musí být kupujícím potvrzený dodací list k předmětu koupě.
4.3 Faktura se považuje za uhrazenou okamžikem odepsání fakturované částky z účtu kupujícího ve
prospěch účtu dle faktury.
4.4 Kupující nebude poskytovat prodávajícímu zálohy.
V. 
Záruka a servis
5.1 Prodávající na předmět prodeje poskytuje záruku v délce 24 měsíců ode dne převzetí poslední části předmětu koupě kupujícím.
5.2 Prodávající se zavazuje odstranit jakékoliv záruční vady ve lhůtě 5 pracovních dnů od nahlášení
vady. Kupující má právo na náhradu nutných nákladů, které mu vznikly v souvislosti s uplatněním práv z vad.
5.3 Prodávající se zavazuje poskytovat po dobu trvání záruky plný servis předmětu koupě - zejména provádění příslušných revizí a kontrol dle platných předpisů a doporučení výrobce, a to bezplatně.
5.4 Reklamace a oznámení vad může kupující uplatňovat také na emailu kontaktní osoby prodávajícího:
Kontaktní osoba: 
mob: +420 
Email: servis@ibiotech.cz
5.5 Prodávající se zavazuje zajistit dostupnost autorizovaného servisu v místě instalace po dobu životnosti předmětu koupě, nejméně však 5 let od dodání předmětu koupě.
5.6 Prodávající se zavazuje zajistit dostupnost náhradních dílů po dobu 10 let od dodání předmětu koupě.
VI.
Sankce a odstoupení od smlouvy
6.1 V případě prodlení prodávajícího s jakýmkoliv plněním dle této smlouvy (zejména s dodáním předmětu koupě nebo odstraněním vad), je prodávající povinen zaplatit kupujícímu smluvní pokutu ve výši 2 000 Kč za každou porušenou povinnost a každý započatý den prodlení. Zaplacení smluvní pokuty nemá vliv na rozsah povinnosti nahradit vzniklou škodu.
6.2 Od této smlouvy je možno odstoupit pouze z důvodů v této smlouvě uvedených.
6.3 Kupující je oprávněn od této smlouvy odstoupit z důvodů uvedených v zákoně a vedle těchto důvodů také v případě:
6.3.1 zahájení insolvenčního řízení proti prodávajícímu;
6.3.2 porušení povinnosti dle této smlouvy, které nebude odstraněno ani ve lhůtě 14 dnů od písemného upozornění na porušení;
6.3.3 prodávající v rámci výběrového řízení veřejné zakázky uvedl nepravdivou informaci;
6.3.4 předmět koupě nebude během záruční doby způsobilý k užívání po dobu delší než 10 kalendářních dnů.
VII.
Závěrečná ustanovení
7.1	Tato smlouva nabývá platnosti okamžikem jejího podpisu poslední smluvní stranou a účinnosti
okamžikem zveřejnění v Registru smluv. Zveřejnění v registru smluv zajistí kupující.
7.2 Přijetí této smlouvy kteroukoliv stranou s výhradou, dodatkem nebo odchylkou, není přijetím
smlouvy, ani pokud se podstatně nemění podmínky smlouvy.
7.3 Tato smlouva se řídí českým právním řádem. Případné spory z této smlouvy mají být
rozhodovány obecnými soudy České republiky, přičemž místně příslušný je obecný soud dle sídla kupujícího.
7.4 Strany sjednávají zákaz postoupení smlouvy.
7.5 Prodávající nese nebezpečí změny okolností na své straně.
7.6 Tato smlouva je úplným ujednáním o předmětu smlouvy a o všech náležitostech, které strany
mínily smluvně upravit. Žádný projev stran při sjednávání této smlouvy a neobsažený v této nebo jiné písemné smlouvě nemá zakládat závazek kterékoliv ze stran.
7.7 Strany vylučují, aby vedle výslovných ustanovení smlouvy, byly práva a povinnosti dovozovány
z dosavadní či budoucí praxe mezi stranami nebo ze zvyklostí ať obecných nebo odvětvových.
7.8 Prodávající potvrzuje, že je podnikatel a uzavírá tuto smlouvu v rámci svého podnikání. Na práva
a povinnosti z této smlouvy se neužijí ustanovení §1793 a 1796 občanského zákoníku. Obě strany prohlašují, že práva a povinnosti přijaté touto smlouvou jsou a budou přiměřené jejich hospodářské situaci.
7.9 Nevymahatelnost nebo neplatnost kteréhokoli ustanovení této smlouvy neovlivní
vymahatelnost nebo platnost této smlouvy jako celku, vyjma těch případů, kdy takové nevymahatelné nebo neplatné ustanovení nelze vyčlenit z této smlouvy, aniž by tím pozbyla platnosti. Smluvní strany se pro takový případ zavazují vynaložit v dobré víře veškeré úsilí na nahrazení takového neplatného nebo nevymahatelného ustanovení vymahatelným a platným ustanovením, jehož účel v nejvyšší možné míře odpovídá účelu původního ustanovení a cílům této smlouvy.
7.10 Tato smlouva může být měněna nebo rušena pouze číslovanými dodatky uzavřenými oběma smluvními stranami v písemné formě, pod sankcí neplatnosti jiných forem ujednání. Za písemnou formu pro změnu smlouvy se nepovažuje výměna elektronických zpráv.
7.11 Nedílnou součástí této smlouvy je:

příloha č. 1 - Nabídka prodávajícího
 příloha č. 2 - Technická specifikace
7.12 Tato smlouva je sepsána ve dvou vyhotoveních, přičemž každá smluvní strana obdrží jedno vyhotovení.
V Praze dne:V Praze dne:

Prodávající:Kupující:


Digitálně podepsal
Ing. Jiban Kumar, Ph.D
Datum: 2026.05.15 16:33:13+02'00'

Digitálně podepsal RNDr. Petr Kvapil Datum: 2026.04.28 14:39:13 +02'00'

Národní centrum zemědělského
a potravinářského výzkumu, v.v.i.
Ing. Jiban Kumar, Ph.D.
ředitel
BioTech a.s.
RNDr. Petr Kvapil
Člen správní rady
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199 00 Praha 9
IČ: 25664018, DIČ: CZ25664018
Městský soud Praha, oddíl B, vložka 5335
 tel: +420210323411, e-mail: info@ibiotech.cz Web: www.ibiotech.cz


518 000,00 CZK
108 780,00 CZK
626 780,00 CZK



Nabídka: BCZ-NB-26-02211
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innovative
ODBĚRATEL:
Adresa:
Národní centrum zemědělského a potravinářského výzkumu, v. v. i.

Drnovská 507/73
161 00 Praha 6
tel: +420 
Email:

Manažer: 
Telefon:	+420
e-mail:	
Počet stran: 1
Datum: 24.03.2026
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Specifikace:
Číslo	Popis	Množství Cena za jedn.	Cena bez DPH	DPH
	
	1 kusy skříňových kultivačních boxů (Invst.26/26)
	1 Ks
	518 000,00
	518 000,00
	21%

	ARLFC601WP
LV
	FitoClima 600 PL configuration 4 (PLv): 5 wire shelves, vertical LEDs
	1 x
	0,00
	0,00
	21%

	NS
	FitoLog Software pack with ethernet connection cable
	1 x
	0,00
	0,00
	21%


ARLFTVWLOG 5mt


	NS	Double glazed glass door with lidccovr (660/1220
	1 x
	0,00
	0,00
	21%

	ARLPORTAVI models)
	
	
	
	


DCOV

Celkem bez DPH:
DPH:
Celkem s DPH:
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[bookmark: bookmark24][bookmark: bookmark25]TECHNICKÉ PARAMETRY PŘEDMĚTU KOUPĚ:
Kultivační skříňový box o vnitřním objemu cca 500-700 L pro převod regenerantů rostlin z in vitro podmínek.
[bookmark: bookmark26][bookmark: bookmark27]Předmět koupě vyhoví následujícím technickým parametrům:
Parametry:
· s pojezdem (tj. box na kolečkách)
· vnitřní dvojité skleněné dveře
· 5 pater polic (s výškou mezi policemi cca 20 cm)
· boční nebo horizontální osvětlení s intenzitou 300-400 ^mol/m2/s (LED)
· minimálně 3 nezávisle programovatelné režimy se samostatnou regulací teploty, fotoperiody a intenzity osvětlení
· • minimální teplota bez osvětlení: -5
· minimální teplota při max. intenzitě osvětlení: +5°C
· šířka x hloubka: aby prošel 80cm dveřmi
· software pro monitoring parametrů + kabeláž
Záruka: 24 měsíců
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FITOCLIMA
600 & 1200 BIO

‘REACH-IN' ENVIRONMENTAL CHAMBERS
aralab
aralab
[bookmark: bookmark28][bookmark: bookmark29]ARALAB is a company specialized in designing, developing, manufacturing and servicing of high quality climatic chambers and controlled environment rooms.
[bookmark: bookmark30][bookmark: bookmark31]Since 1985 we have been perfecting ways to create and control temperature, humidity, light, air flow and many other environmental conditions.
[bookmark: bookmark32][bookmark: bookmark33]Only the highest quality components are used to manufacture our chambers so customers can have the best equipment for their research and testing purposes.
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Control the Environment. Your Own Climate.

aralab	PLANT GROWTH RESEARCH ‘REACH-IN' ENVIRONMENTAL CHAMBERS
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FitoClima Bio chambers provide the control and flexibility to meet the evolving needs of researchers and research requirements through time.
COMMON APPLICATIONS INCLUDE
• PLANT GROWTH
• TISSUE CULTURE / IN-VITRO
• ARABIDOPSIS
• GERMINATION
• ALGAE RESEARCH
• ENTOMOLOGY
• INSECT REARING
• OTHER LIFE SCIENCES APPLICATIONS
Z	X
C E RT I F I E D	gfa
ISO 9001	W
ISO 14001	SB
\	/

[bookmark: bookmark34][bookmark: bookmark35]KEY FEATURES
• Ready to use. No assembly needed.
• Minimal footprint for efficient use of laboratory space.
• Adaptive future proof design, with easily removable and height adjustable shelves and changeable light canopies with multiple intensities.
• Wide temperature and humidity working ranges.
• Research protection, with configurable high / low temperature and humidity alarms and automatic remote notifications.
• Stainless steel interior with white reflective coating for maximum durability and easiness of cleaning with optimal lighting uniformity.
• Multiple lighting options to suite any research requirements and stages of plant development.
• ECO mode function for energy savings.
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[bookmark: bookmark36][bookmark: bookmark37]TECHNICAL SPECIFICATIONS
[bookmark: bookmark38][bookmark: bookmark39]• • • • TECHNICAL DATA FOR FITOCLIMA 600 & 1200 BIO CHAMBERS
	TEMPERATURE RANGE [1]
EXTENDEND TEMPERATURE RANGE (OPTIONAL)
	0
	Lights On: +5°C to +45°C.
Lights Off: -5 °C to +45°C.
Lights On: -10°C.
Lights Off: -20°C.
(only for FitoClima 1.200 model)

	TEMPERATURE UNIFORMITY (in space) [1]
	0
	± 1,0°C (Lights Off).

	TEMPERATURE UNIFORMITY (in time)
	0
	± 0,5°C.

	HUMIDITY RANGE [1]
	©
	Lights On: 40 to 80% rH.
Lights Off: 35 to 95 % rH.

	HUMIDITY UNIFORMITY (in space) [1]
	©
	± 2% rH (Lights Off).

	HUMIDITY UNIFORMITY (in time)
	©
	± 1% rH.

	SHELVES / LIGHT BANKS [2]
	©
	FitoClima 600: 1 to 4 shelves with controlled lighting. FitoClima 1 200: 2 to 8 shelves with controlled lighting.

	GROWTH HEIGHT
	o
	Adjustable from 150mm to 1 330mm. With 4 tiers of shelves: approx. 200mm.
With 3 tiers of shelves: approx. 300mm.
With 2 tiers of shelves: approx. 550mm. With 1 tier or shelves: approx. 1 300mm.

	GROWTH AREA AND LOAD
	©
	0,33m2 per shelf (515mm x 645mm).
18kg maximum weight load per shelf, evenly distributed (40Kg with ‘reinforced shelf' option).

	LIGHT TYPES AND INTENSITIES [2a]
Light Type
Config 1 LED
Config 2 LED
High Performance LED
Vertical LED on the side walls
8IIA LED module with configurable spectra
	@
Maximum intensity per shelf (+/-10%) [2a]
400 pmol/m2/s
650 pmol/m2/s
3 000 pmol/m2/s
300 pmol/m2/s
Spectra dependent
	Maximum number of light shelves by light type.
Tiers of shelves	Additional tiers of shelves
included (standard)	allowed
31
21
1 1[1]
5	10
1	1

	AIRFLOW
	©
	Approximately 0,2 m/s across the shelves. Adjustable by setpoint % at the controller interface.

	INTERNAL VOLUMES
	
	FitoClima 600: 543 liters.
FitoClima 1 200: 1.194 liters.


[1] Temperature and Humidity performances with Lights ON can be affected by the chosen light configuration, light intensity set-point and customizations. Due to heat dissipation from the lamps - depending on the chosen type of light solution - high light intensities can affect Temperature and Humidity performances and Uniformity values. Please consult Aralab for specific information regarding the combination of light types, intensities, and how they can affect temperature and humidity performances.
[2] Standard included light configuration: 4 LED tubes in each shelf. 3 light shelves on the FitoClima 600 and 6 on the FitoClima 1 200. FitoClima 600 with Vertical LED Lights option has 5 wire shelves (1,65m2) included as standard, and up to 10 can be fitted optionally.
[2a] Measurements at 150mm from lamps at 25°C. All Aralab lighting solution have dimming function.

[bookmark: bookmark40][bookmark: bookmark41][image: ]• • • • TEMPERATURE & HUMIDITY WORKING RANGETemperature °C

B Lights Off
B Lights On (with standard lighting options)
B Lights On (with HP LED module)
Descontinuous operation with Lights ON (requires periodic defrost). Uniformity will decrease.
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[bookmark: bookmark42][bookmark: bookmark43]FITOCLIMA 600 & 1200 DESIGN CONFIGURATIONS
FITOCLIMA 600
CONFIG 1
NUMBER OF LIGHT SHELVES
INCLUDED
GROWTH HEIGHT BETWEEN
SHELVES (APPROXIMATELY)
290mm
[bookmark: bookmark44][bookmark: bookmark45]FITOCLIMA 600 FITOCLIMA 600 FITOCLIMA 600
[bookmark: bookmark46][bookmark: bookmark47]CONFIG 2	HP	VERTICAL
215
200mm
550mm	1 300mm	(up to 10 wire shelves
can be included)
GROWTH AREA
0,99m2
0,66m2	0,33m2	1,32m2
GROWTH AREA WITH OPTIONAL
ADDITIONAL TIER (LED ONLY)
1,32 m2
0,99m2
N/A
Up to 3,3 m2
(with 10 wire shelves)
LIGHT INTENSITY
(AT 150MM FROM LIGHT SOURCE)
400 pmol/m2/s (LED)
650 pmol/m2/s (LED)
3 000 pmol/m2/s
300 pmol/m2/s (LED)
FITOCLIMA 1200
PL/PLH
CONFIG 1
[bookmark: bookmark48][bookmark: bookmark49]FITOCLIMA 1200
PL/PLH
CONFIG 2
[bookmark: bookmark50][bookmark: bookmark51]FITOCLIMA 1200
HP
[bookmark: bookmark52][bookmark: bookmark53]FITOCLIMA 1200
PLUS
NUMBER OF LIGHT SHELVES
GROWTH HEIGHT BETWEEN
SHELVES AND LIGHTS
290mm
550mm
1 300mm
290mm
GROWTH AREA
1,98m2
1,32m2
0,66m2
2,34 m2
GROWTH AREA WITH OPTIONAL
ADDITIONAL TIER (LED ONLY)
2,64m2
1,98m2
N/A
3,12 m2
LIGHT INTENSITY
(AT 150MM FROM LIGHT SOURCE)
400 pmol/m2/s (LED)
650 pmol/m2/s (LED)
3 000 pmol/m2/s
500 pmol/m2/s (LED)
[image: ][image: ]
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Fresh air intake
(021 mm)
Exhaust air and passthroug
(080 mm)

	• • • • FITOCLIMA 600

	EXTERNAL DIMENSIONS (HxWxD) (mm) 2
	■ ©
	1 980 x 745 x 980 10 5 9

	INTERNAL DIMENSIONS (HxWxD) (mm)
	
	1 330 x 600 x 680



	1.	Standard refrigeration system is air cooled.
	3.	# Electrical cabinet installation needs:

	2.	W Services hub installation needs:
	Supply power: 230VAC, 50Hz (60Hz upon request), 10A / Single Phase

	9 %” male demineralized water supply valve.
	+ Neutral + Ground.

	Condutivity: <50pS/cm , TDS <35PPM.
	Electrical protection: Circuit breaker 16A + N with 30mA differential.

	Pressure: 1-5 Bar.
	Heat dissipation to room: Approx. 0,3kW.

	In case of reverse osmosis/cylinder (optional):
	• RJ45 communication port.

	%” male tap water valve connection.
	4.	Weight: 170Kg (depending on final configuration).

	Pressure: 1-5 Bar.
	5.	• Power Supply for Reverse Osmosis - 230VAC, 50Hz, 4A

	W 20mm water drain at floor level female connection.
	




[bookmark: bookmark56][bookmark: bookmark57]10IMENSIONS A 9 D DRAWINGS
[bookmark: bookmark58][bookmark: bookmark59]• • • • FITOCLIMA 1200
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	EXTERNAL DIMENSIONS (HxWxD) (mm)
	©
	1 980 x 1 450 x 880

	INTERNAL DIMENSIONS (HxWxD) (mm)
	
	1 330 x 1 320 x 680



	1.	Standard refrigeration system is air cooled.
	3.	• Electrical cabinet installation needs:

	(-20°C model is water cooled. See point 5.)
	Supply power: 230VAC, 50Hz (60Hz upon request), 12,5A / Single Phase

	2.	® Services hub installation needs:
	+ Neutral + Ground.

	® %” male demineralized water supply valve.
	Electrical protection: Circuit breaker 16A + N with 30mA differential.

	Condutivity: <50pS/cm , TDS <35PPM.
	Heat dissipation to room: Approx. 0,5kW.

	Pressure: 1-5 Bar.
	® RJ45 communication port.

	In case of reverse osmosis/cylinder (optional):
	4.	Weight: 250Kg (depending on final configuration).

	%” male tap water valve connection.
	5.	Requirements for water cooled condenser for -20C model: Inlet: 15°C

	Pressure: 1-5 Bar.
	to 25°C and 3 to 5 Bar; Hardness < 8 °dH (200 mgCaCO3/l); Free

	W 20mm water drain at floor level, female connection.
	Chlorine < 1.0 ppm; PH between 7.5 and 9.

	
	6.	9 Power Supply for Reverse Osmosis - 230VAC, 50Hz, 4A



[bookmark: bookmark60][bookmark: bookmark61]LIGHT TYPES AND INTENSITIES
COOL-WHITE LED 4000K
Shelves with 4 tubes: 400 pmol/m2/s (at 150mm). Shelves with 8 tubes: 650 pmol/m2/s (at 150mm).
ENHANCED COOL-WHITE LED
(White 4000K LED with UVA and FR compensation).
Shelves with 4 tubes: 400 pmol/m2/s (at 150mm).
Shelves with 8 tubes: 650 pmol/m2/s (at 150mm).
WARM-WHITE LED 3000K
Shelves with 4 tubes: 400 pmol/m2/s (at 150mm). Shelves with 8 tubes: 650 pmol/m2/s (at 150mm).
HP LED 3500K
Per shelf: 1.400 pmol/m2/s (at 500mm) and 3.000 pmol/m2/s (at 150mm).
8IIA SPECTRUM LED MODULE
Per shelf: 660 pmol/m2/s (at 500mm) and 1.300 pmol/m2/s (at 150mm).
[image: ]Note: Variable spectrum LED module. Intensity will be spectra dependent. Measurements are with all channels turned ON.

[bookmark: bookmark62][bookmark: bookmark63]FITOCLIMA 600 AND 1200 MODELS
• • • • FITOCLIMA MODELS REFERENCE - STANDARD CONTROLLED ENVIRONMENT VARIABLES
	FITOCLIMA 600/1200 PLH
	
	Temperature, Light and Humidity.

	FITOCLIMA 600/1200 PL
	
	Temperature and Light.

	FITOCLIMA 600 PL-V/PLH-V
	
	Vertical Lights with or without Humidity Control.

	FITOCLIMA 600/1200 PH
	o©
	Temperature and Humidity.

	FITOCLIMA 600 PDH
	0©
	Temperature and Low Humidity (ambient down to 5% rH).



[bookmark: bookmark64][bookmark: bookmark65]MULTI-TIER - PL AND PLH MODELS
• Multiple tiers of shelves inside, with easy height adjustement.
• Suitable for small and medium plants, insect rearing or tissue culture.
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[bookmark: bookmark66][bookmark: bookmark67]VERTICAL LIGHTS - PL-V AND PLH-V MODELS
• Lights installed on the side walls of the chamber.
• Allows increased storage and growth area.
• Suitable for insectaries, tissue culture and plant growth.
[image: ]


[bookmark: bookmark68][bookmark: bookmark69]SINGLE-TIER - HP MODELS
· High performance lighting, allowing +1 000 pmoles intensity
· Suitable for medium to tall plants
[image: ][image: ]
[bookmark: bookmark70][bookmark: bookmark71]EQUIPMENT DESCRIPTION
[image: ][image: ][image: ][image: ][image: ]Multi-color 7-inch touch-screen ClimaPlus© controller.CONSTRUCTION & CONTROL

Open door alarm with configurable time-out function.
Highly resistant stainless-steel interior with white reflective coating. Polyurethane insulation.
Exterior zinc plated steel and gray epoxy paint.
Pivoting door(s) with spring lock, magnetic gasket and safety lock(s). 4 and 5 built-in casters.
Entry port 080mm.
• Air-cooled, R1234yf refrigeration gas, GWP of 4, mechanical refrigeration by hermetic compressor.ENVIRONMENTAL CONTROL

• Dual heating technology with hot gas by-pass and stainless steel electric heaters.
• Humidification by ultrasonic generator with water level control and automatic self- pasteurization function, preventing damages or malfunctions due to poor water quality and biofilm accumulation.
• Dehumidification by condensation on the cooling system evaporator.
• Equipped with Vaisala capacitive sensors.
• Air renovation through adjustable lateral port-holes.
• Uniform air flow of approximately 0.2m/s across all shelves.
• Airflow speed adjustable on the ClimaPlus© controller.
[bookmark: bookmark72][bookmark: bookmark73]RESEARCH PROTECTION AND AUTOMATIC DIAGNOSTICS
• Independent thermostats for maximum and minimum temperature limits.
• Automatic cut-off function, in case of excessive heating or cooling.
• Configurable maximum and minimum temperature and humidity limits.
• Visual and audible alarms for temperature and humidity limits.
• Synoptic: a self-diagnostics tool that checks all active components of the system allowing for faster procedures and minimizing any possible downtimes.
• Heat Decontamination sets temperature to 60°C and all environmental control functions are disabled during decontamination period. Duration can be set manually as different contaminations can require custom durations.BUILT-IN DECONTAMINATION

• Hydrogen Peroxide bio-decontamination capable: FitoClima 600 / 1200 are resistant to H2O2 and now have a bio-decontamination function (only available through Aralab Service Teams).
• The ECO Mode button turns on new power saving features.ECO MODE

• By decreasing some power related activities (depending on set-point conditions), the energy consumption can decrease, translating in cost savings.
• Allows independent limitation of heating cooling humidifying powers.

[bookmark: bookmark74][bookmark: bookmark75]CLIMAPLUS CONTROLLER HMI
• Programmable Logic Controller exclusively developed by Aralab for FitoClima chambers.
• Multi language (PT, ES, EN, FR, DE, IT) easy to use touch-screen interface.
• 90mm x 155mm (7 inch) multicolor display.
• Controls every environmental variable available for any specific FitoClima model (Temperature, Humidity, Lights, Airflow, CO2 and connected external devices).
• Friendly program editor, allowing the design of complex and comprehensive climatic simulation programs.
• User access definition (viewer, user, admin) with alphanumeric password protection of the controller functions.
• Content and research protection feature, with configurable High, Low and Band Temperature and Humidity alarms and automatic notifications.
• Managing, monitoring and recording of all alarms.
• Non-volatile memory, allowing the automatic restart of previously defined set-points or on-going programs due to power failure, without losing data.
• Real-time monitoring of all the functions and active components of the equipment, allowing for a fast and accurate diagnostic in case of malfunction.
• Possibility to control and program events by external commands and with external devices.
• Secure Remote Access through ClimaPlus VNC Server.
• Ethernet port for connecting logging computer to the chamber controller.
DOC013EN/22	FITOCLIMA 600 & 1200 BIO I10]
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• ClimaPlus controller functions also available at the PC/Laptop with the FitoLog software pack.
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	© SET VALUES

	
	:| Temperature
	25.0 “C
	0
	Event 1
	Event 2

	
	4 Humidity
	75.0 WrH
	&
	Irrigation
	

	
	♦ Radiation
	1000 pmol (?
	Irrigation time on
	0 set

	
	♦ Light bank 1
	100 %
	&
	I rrigation period
	0 min t?

	(R) set Values
	♦ Light bank 2
	100 %
	&
	
	

	
	♦ Light bank 3
	100 %
	&
	
	

	
	< CO2
	300 ppm
	&
	
	

	
	+ Ventilation
	100 %
	&
	
	

	ň Home
	
	
	
	
	



	MENU
	® PROGRAMS
Program
	
	

	—
	
	
	

	ppi Programs list
	
	
	

	
	2 TOMATO2
	0
	O

	
	3 STRESS 1
	0
	

	ÍG* Program
	4 STRAWBERRY WINTER
	0
	

	
	
	
	

	
	S DRY
	0
	

	
	6 DROSOPHILA
	0
	

	Program
	7 DROSOPHILA 2
	0
	

	
	8 DROSOPHILA 2022
	0
	o

	Home
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[bookmark: bookmark76][bookmark: bookmark77]FITOLOG SOFTWARE
The FitoLog software pack is a set of applications designed to facilitate the managing, monitoring and recording of programs and data from the FitoClima chambers. It consists of 3 applications: FitoLog, FitoLogView and FitoProgram.
[bookmark: bookmark78][bookmark: bookmark79]FITOLOG
Records and displays in real time all data and details related to the set-points, running variables and equipment behaviour. It also retrieves information about the active components of the chamber, running processes, errors, alarms and allows the configuration of periodic or alarm triggered remote notifications (by email or SMS, depending on existing connections and accessories).
[bookmark: bookmark80][bookmark: bookmark81]FITOLOGVIEW
It is a working tool to process the data recorded by the FitoLog program. One can view, print and export the log contents to other file types, and analyse the data in other data management software (Excel, Star Office, Access or others).
[bookmark: bookmark82][bookmark: bookmark83]FITOPROGRAM
This application simplifies the creation of programs and its integration on the chamber ClimaPlus controller. Up to 32 programs, each with 24 segments, can be designed and linked to create detailed environmental profiles and simulations.
[bookmark: bookmark84][bookmark: bookmark85]RESEARCH SECURED WITH ALARMS, NOTIFICATIONS, FAST DIAGNOSTICS AND PROMPT TROUBLESHOOTING
With FitoLog it is possible to gather data from each of the chambers systems, which makes it a very useful tool to diagnose any necessary maintenance. This tool works as the “black box” of the equipment, giving Aralab technicians the necessary data to remotely carry out a fast and efficient diagnostic. All that is needed is a FitoLog file.
[image: ][image: ][image: ]






































[bookmark: bookmark86][bookmark: bookmark87]COMMON ACCESSORIES
[bookmark: bookmark88][bookmark: bookmark89]PLEASE CONSULT ARALAB FOR OTHER ITEMS
FitoLog® software pack for PC/Laptops, enabling data monitoring, logging and managing operations directly on a computer.
Quantum light meter integrated with the controller for managing light intensities in pmol/m2/s.
Negative Temperatures (down to -20C only for FitoClima 1200 Model).
Additional drying capacity with compressed air dryer.
Additional entry ports.
Internal electrical plugs.
Water-cooled condensing unit.
CO2 monitor and controlling units.
CO2 scrubber for lowering carbon dioxide below ambient levels.
Mist simulation.
Automatic irrigation valve.
Aeration kit for Algae Research and Hydroponic cultures.
External 20 liters water tank with electric pump and security valve.
Double glazed glass doors with or without cover lid.
Phenolic resins coating for Entomology/Insects rearing applications.
[image: ][image: ][image: ][image: ][image: ]Quantum light meter
Special LED solutions
CO2 scrubber and integrated water tank
FitoLog Software pack
Double glazed doors with lid




Features and specifications are subject to change. Aralab continuously studies ways to further develop its products to achieve better performances and overall product quality. As a result, characteristics and specifications provided in this document may be subject to changes.
FACEBOOK-SQUARE/AralabChambers
Linkedin/company/aralab youtube/user/AralabChambers SQUARE-X-TWITTER/Aralab_
©/aralabchambers
aralab@aralab.pt www.aralab.pt
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